
UNITED STATES Expires November 30, 2000

DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

U-205108

APPLICATION FOR PERMIT TO DRILL OR REENTER 6. If Indian, Allottee or Tribe Name

la. Type of Work: @DRILL O REENTER 7. If Unit or CA Agreement, Name and No.

8. Lease Name and Well No.

lb. Type of Well: O Oil Well @ Gas Well O Other Single Zone O Multiple Zone OU GB 1MU-4-8-22

2. Name of Operator Contact: RALEEN SEARLE 9. API Well No.
QEP - UINTA BASININC E-Mail:raleen.searle@questar.com

3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory
11002 EAST 17500 SOUTH Ph: 435.781.4309 WHITERIVER
VERNAL, UT 84078 Fx: 435.781.4329

4. Location of Well (Report location clearly and in accordance with any State requirements.*) 11. Sec., T., R., M., or Blk. and Survey or Area

At surface NENE Lot 8 1139FNL 469FEL V 9 /¿ Sy o, |¶ D I
Sec 4 T8S R22E Mer SLB

At proposed prod. zone
'

•
SME: BLM

14. Distance in miles and direction from nearest town or post office* 12. County or Parish 13. State
34 +/- MILESSOUTH EAST FROMVERNAL, UT UINTAH UT

15. Distance from proposed location to nearest property or 16. No. of Acres in Lease 17. Spacing Unit dedicated to this well
lease line, ft. (Also to nearest drig. unit line, if any)

469' +/- 907.82 40.00

18. Distance from proposed location to nearest well, drilling, 19. Proposed Depth 20. BLM/BIA Bond No. on file
completed, applied for, on this lease, ft.

1500'+/- 11900 MD ESBOOOO24

21. Elevations (Show whether DF, KB, RT, GL, etc. 22. Approximate date work will start 23. Estimated duration
5183 KB 10 DAYS

24. Attachments

The following, completed in accordance with the requirements of Onshore Oil and Gas Order No. 1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see
2. A Drilling Plan. Item 20 above).
3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator certification

SUPO shall be filed with the appropriate Forest Service Office). 6. Such other site specific information and/or plans as may be required by the
authorized officer.

25. Signature ame (Printed/Typed) Date
(Electronic Submissio JOHN BUSCH Ph: 435.781.4341 01/29/2004

IELD SUPE

p Name (Printed/Typed) Date

Office ENVIRONMENTALSCIENTISTIII

Application approval does not warrant or certify the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct
operations thereon.
Conditions of approval, if any, are attached.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

Additional Operator Remarks (see next page)

Electronic Submission #27353 verified by the BLM Well Information System
For OEP - UINTA BASIN INC, sent to the Vernal

FEB- 2m
ATOR-SUBMITTED ** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED



CC19JB&annCLG6 Moundo/St." TBS, R22E, S.L.B.&M. "2""'--ce SHENANDOAH ENERGY, INC.
r e..t ee, ou,i,a t.o· m. c. «¡.,,,,, Well location, OU GB #1W-4-8-22.

NB957'02T - 264289' (Meas.) NB956'JOT - 2639.08' (Meas-) T"/S located os shown in the NE 1/4 (Lot
i ro.se se... ce" TBS 8) of Section 4, TSS, R22E, S.L.B.&M.

1.6'H¢ Uintoh County, Utah.
LOT 4 LOT 3 LOT 2 LOT 1 ' """' BASIS OF ELEVATION

BENCH MARK 20EAM LOCATED IN THE SE 1/4 OF
1938 Brass C . SECTION 35, TSS, R21E, S.L.B.&M. TAKEN FROM

OU GB / 4-8-22 ¾r's,".', THE OURAY SE, QUADRANGLE,UTAH, UINTAH
COUNTY, 7.5 MINUTE QUAD. (TOPOGRAPHIC MAP)Elev. Ungraded Ground = 5169 469' PUBLISHED BY THE UNITED STATES DEPARTMENT

LOT 5 OF THE INTERIOR, GEOLOGICALSURVEY. SAID
ELEVATIONIS MARKED AS BEING 4697 FEET.LOT 6 LOT 7 LOT 8

BASIS OF BEARINGS
--- BASIS OF BEARINGS IS A G.P.S. OBSERVATION.

LOT 9

19Jo Brass cm a4' Naps, Pre o
¯o

0.8' High of Stories

SCALE

LOT 10 CERTIFICATE
THIS IS TO CERTIFY THAT,TMEABOVEP PREPARED FROM

o FIELD NOTES OF ACTUAL SURVEYSMADE UNDER MY
SUPERVISIONAND THAT THE SAME ARE ORRECT TO THE

I BEST OF MY KNOWLEDGEAND BE '

REGISTEREDI AND301WIEYOR
o LOT 11 REGISÌRÁTIONNO 1g 1

STATE OF UTAH

UINTAH ENGINEERIN hy uI'l D SURVEYINGBross em
BS SOUTH 200 EAST - VERNAL, UTAH 84078cc SB9°57'JJ"W

- 2974.55' (Meas.) WEST - 40.00 (G.L.O.)
6 oss cm (435) 789-1017

HOI SS'07"W 176.1J (Meas.)
SCALE DATE SURVEYED: DATE DRAWN:

LEGEND: 1" = 1000' 01-13-03 01-15-03

(NAD 83) PARTY REFERENCES
=

90° SYMBOL LATITUDE =
40°09'27.43" (40.157619)

D.K. G.O. D.COX G.L.O. PLAT
= PROPOSED WELL HEAD WEATHER FILE

A = SECTION CORNERS LOCATED. LONGITUDE=
109°26'14.00" (109.437222) COLD SHENANDOAH ENERGY,



0 03 United States Department of the Interior

BUREAU OF LAND MANAGEMENT
Utdh State Office

P.O. Box 45155
Salt Lake City, Utdh 84145-0155

IN REPLY REFER TO:
3160
(UT-922)

February 10, 2004

Memorandum

To: Assistant District Manager Minerals, Vernal District

From: Michael Coulthard, Petroleum Engineer

Subject: 2004 Plan of Development White River Unit,
Uintah County, Utah.

Pursuant to email between Diana Whitney, Division of Oil, Gas and
Mining, and Mickey Coulthard, Utah State Office, Bureau of Land
Management, the following wells are planned for calendar year
2004 within the White River Unit, Uintah County, Utah.

API# WELLNAME LOCATION

(Proposed PZ MesaVerde)

43-047-35459 OU GB 7MU-4-8-22 Sec 4 TO8S R22E 2674 FNL 2408 FEL
43-047-35460 OU GB 8ml-4-8-22 Sec 4 TO8S R22E 2114 FNL 0702 FEL
43-047-35461 OU GB 21m-4-8-22 Sec 4 TO8S R22E 0600 FNL 1942 FEL
43-047-35462 OU GB 1MU-4-8-22 Sec 4 TO8S R22E 1139 FNL 0469 FEL

This office has no objection to permitting the wells at this
time.

/s/ Michael L. Coulthard

bcc: File - White River Unit
Division of Oil Gas and Mining
Agr. Sec. Chron
Fluid Chron



004
Additional Operator Remarks:

QEP Uinta Basin, Inc. proposes to drill a well to 11900' to test theMesa Verde. If productive, casing
will be run and thewell completed. If dry, the well will be plugged and abandoned as per BLM and State
of Utah requirements.

See attached 8-Point drilling program.

See Onshore Order No. 1 Attached

Please be advised that QEP Uinta Basin, Inc. agrees to be responsible under the terms and conditions of
the lease for the operations conducted upon the lease lands.

Bond coverage for this well is provided by Bond No. ESB000024. The principal is QEP Uinta Basin, Inc.
via surety as consent as provided for the 43 CFR



ONSHORE OIL & GAS bdER NO. 1
QEP Uinta Basin, Inc.
OU GB 1MU-4-8-22

DRILLING PROGRAM

ONSHORE OIL & GAS ORDER NO. 1
Approval of Operations on Onshore

Federal Oil and Gas Leases

All lease and/or unit operations will be conducted in such a manner that full compliance is made
with applicable laws, regulations (43 CFR 3100), Onshore Oil and Gas No. 1, and the approved
plan of operations. The operator is fully responsible for the actions of his subcontractors. A copy
of these conditions will be furnished the field representative to insure compliance.

1. Formation Tops

The estimated tops of important geologic markers are as follows:

Formation Depth Prod. Phase Anticipated
Uinta Surface
Green River 2974'
Wasatch 6494'
Mesa Verde l1,300'
TD 11,900'

2. Anticipated Depths of Oil Gas Water and Other Mineral Bearing Zones

The estimated depths at which the top and bottom of the anticipated water, oil, gas. Or
other mineral bearing formations are expected to be encountered are as follows:

Substance Formation Depth
Oil/Gas Mesa Verde 11,900'

All fresh water and prospectively valuable minerals encountered during drilling, will be
recorded by depth and adequately protected. All oil and gas shows will be tested to
determine commercial potential.

All water shows and water-bearing sands will be reported to the BLM in Vernal, Utah.
Copies of State of Utah form OGC-8-X are acceptable. If no flows are detected, samples
will be submitted to the BLM along with any water analyses conducted. Fresh water



ONSHORE OIL & GAS n<DER NO. 1
QEP Uinta Basin, Inc.
OU GB 1MU-4-8-22

DRILLING PROGRAM

be obtained from Wonsits Valley water right #36125 or where possible a fresh water line
(poly pipe) will be laid in the access road to each location to supply fresh water for
drilling purposes.

3. Operator's Specification for Pressure Control Equipment:

A. 3,000 psi W.P. Double Gate BOP or Single Gate BOP (schematic attached)

B. Functional test daily

C. All casing strings shall be pressure tested (0.2psilfoot or 2500 psi, whichever is
greater) prior to drilling the plug after cementing; test pressure shall not exceed
the internal yield pressure of the casing.

D. Ram type preventers and associated equipment shall be tested to approved stack
working pressure if isolated by test plug or to 50 percent of internal yield pressure
of casing whichever is less. BOP and related equipment shall meet the minimum
requirements of Onshore Oil and Gas Order No. 2 for equipment and testing
requirements, procedures, etc..., for a 3M system and individual components shall
be operable as designed.

4. Casing Program
Depth Hole Size Csg Size Tvoe Weight

Surface 1200' 12 -1/4" 9-5/8" J-55 361b/ft(new) LT&C
Production 11,900' 7 - 7/8" 4 -1/2" P-110 13.51b/ft (new)LT&C
*High Collapse P-110

5. Auxiliary Equipment

A. Kelly Cock - yes

B. Float at the bit - no

C. Monitoring equipment on the mud system - visually and/or PVT/Flow Show

D. Full opening safety valve on the rig floor - yes

E. Rotating Head - yes
If drilling with air the following will be used:

F. The blooie line shall be at least 6" in diameter and extend at least 100' from the
well bore into the reserve/blooie



ONSHORE OIL & GAS kn<DERNO. 1
QEP Uinta Basin, Inc.
OU GB 1MU-4-8-22

DRILLING PROGRAM

G. Blooie line ignition shall be provided by a continuous pilot (ignited when drilling
below 500').

H. Compressor shall be tied directly to the blooie line through a manifold.

I. A mister with a continuous stream of water shall be installed near the end of the
blooie lines for dust suppression.

6. Surface hole will be drilled with air, air/mist, foam, or mud depending on hole conditions.
Drilling below surface casing will be with water based drilling fluids consisting primarily
of fresh water, bentonite, lignite, caustic, lime, soda ash and polymers. No chromates will
be used. It is not intended to use oil in the mud, however, in the event it is used, oil
concentration will be less than 4% by volume. Maximum anticipated mud weight is 9.5
ppg.

No minimum quantity of weight material will be required to be kept on location.

PVT/Flow Show will be used from base of surface casing to TD.

Gas detector will be used from surface casing depth to TD.

6. Testing, logging and coring program

A. Cores - none anticipated

B. DST - none anticipated

Logging - Mud logging - 4500 to TD
GR-SP-Induction
Neutron Density
MRI

C. Formation and Completion Interval: Mancos interval, final
determination Ofcompletion will be made by analysis of logs.
Stimulation - Stimulation will be designed for the particular area of interest as



ONSHORE OIL & GAS MER NO. 1
QEP Uinta Basin, Inc.
OU GB lMU-4-8-22

DRILLING PROGRAM

7. Cementing Program

Casing Volume Type & Additives

Surface 685 sx Class "G" single slurry mixed to 15.6 ppg, yield = 1.19
cf/sx. Fill to surface with 160 cf (685 sx) calculated. Tail
plug used. Allowed to set under pressure

Production Lead-1222sx* Lead/Tail oilfield type cement circulated in place .

Tail-452sx* Tail slurry: Class "G" + gilsonite and additives as
required, mixed to 14.8 ppg, yield = 1.34 ef/sx. Fill
to 10400' (±300'above top of Wasatch).

Cement Characteristics:
Lead slurry: Class "G" + extender and additives as
required, mixed to 11.0 ppg, yield = 3.82 cf/sx. Fill
to surface. Tail plug used. Allowed to set under
pressure.

*Final cement volumes to be calculated from caliper log with an attempt to be made to
circulate cement to the surface. A bond log will be run across the zone of interest and
across zones as required by the authorized officer to insure protection of natural
resources.

8. Anticipated Abnormal Pressures and Temperatures, Other Potential Hazards

No abnormal temperaturesor pressures are anticipated. No H2S has been encountered in
or known to exist from previous wells drilled to similar depths in the general area.
Maximum anticipated bottom hole pressure equals approximately 4760.0 psi. Maximum
anticipated bottom hole temperature is 140°



QEP UINTA BASIN, INC.
OU GFN1LIVIU-48

El CONFilENTIAI.
NENE, SECTION 4, T8S, R22E

UINTAH COUNTY, UTAH
LEASE U-205108

ONSHORE ORDER NO. 1

MULTI - POINT SURFACE USE & OPERATIONSPLAN

An onsite inspection was completed on January 21,2004 with weather conditions cool. The following individuals
were in attendance:
Paul Buhler - Bureau of Land Management
Dixie Sadlier - Bureau of Land Management
Raleen Searle - QEP Uinta Basin, Inc.
Jan Nelson - QEP Uinta Basin, Inc.

1. Existinq Roads:

The proposed well site is approximately 33 miles South East of Vernal, Utah.

Refer to Topo Maps A and B for location of access roads within a 2 - mile radius.

Improvements willbe made to the existing two-track(access roads).

2. Planned Access Roads:

Refer to Topo Map B for the location of the proposed access road.
New access roads on BLMsurface willbe 30' in widthcrowned (2 to 3%), ditched, and constructed
with a running surface of 18 feet and a maximumdisturbed width of 30 feet. Graveling or capping
the road bed will be performed as necessary to provide a well constructed, safe road. Prior to
construction or upgrading, the proposed road shall be cleared of any snow and allowed to dry completely.

3. Location of Existinq Wells Within a 1 - Mile Radius:

Please refer to Topo Map C.

4. Location of Existinq & Proposed Facilltles:

Refer to Topo Map D for the location of the proposed pipeline.

A containment dike will be constructed completely around those production facilities which contains
fluids (I.e., production tanks, produced water tanks). These dikes will be constructed of compacted
impervious subsoil; hold 110% of the capacity of the largest tank;and, be independent of the back
cut. If a SpillPrevention, Control, and Countermeasure (SPCC) Plan is required by the Environmental
Protection Agency, the containment dike may be expanded to meet SPCC requirements with approval
by theBLMNFOAO. The use of topsoilof the construction of dikes willnot be allowed. All loading
lines willbe placed inside the berm surrounding tankbattery. AIIfacilities willbe painted within six
months of installation. Facilities required to complywith the Occupational Safety and Health Act (OSHA)
willbe excluded. The required color is Carlsbad unless the BLMNFOAO
determines that another color shall be used. Surface pipeline willbe 3" zaplocked steel surface line.
Pipeline will be zaplocked on location and than pulled into place using a rubber tired



CONFENTlAL
5. Location and Tvoe of Water Supolv:

Fresh water for drilling purposes will be obtained from Wonsits Valley Water Right #36125, or
Red Wash Right #49-2153.

6. Source of Construction Materials:

Surface and subsoil materials in the immediate area willbe utilized. Any gravel willbe obtained
from a commercial source. The use of materials under BLMjurisdictionwill conformwith 43 CFR
3610.2-3.

7. Methods of Handlinq Waste Materials:

Drillcuttings will be contained and buried in the reserve pit. Drilling fluids, including salts and
chemicals, willbe contained in the reserve pit. Upon terminationof drillingand completion
operations, the liquid contents of the reserve pit will be used at the next drill site or will be removed
and disposed of at an approved waste disposal facilitywith 120 days after drilling is terminated.
Immediately upon well completion, any hydrocarbons in the pit shall be removed in accordance
with 43 CFR 3162.7-1.

After first production, produced wastewater willbe confined to the approved pit or storage tank for
a period not to exceed 90 days. During the 90 day period, in accordance with Onshore Order #7,
all produced water will be contained in tanks on location and then hauled to Wonsits Valley location

in SWNW section 12, TSS, R21E; or Red Wash Disposal Well located in NESW, Section 28, T7S, R22E;
or, Red Wash Central Battery Disposal located in SWSE, Section 27, T7S, R23E. Pit reclamation
for lined pit will be ruptured when emptied to allowthe remaining liquid to be adequately mixed and to
promote additional drying of the pit area.

8. Ancillary Facilities:

None anticipated.

9. Well Site Layout: (See Location Layout Diagram)

The attached Location Layout Diagram describes drill pad cross-sections, cuts and fills
and locations of the mud tanks, reserve pit, flare pit, pipe racks, trailerparking, spoil dirt
stockpile(s), and surface material stockpile(s).

Please see the attached diagram to describe rig orientation, parking areas, and access
roads.

A pit liner will be installed felt if bedrock is encountered.

10. Plans for Reclamation of the Surface:

Topsoil will be stripped and salvaged to provide for sufficient quantities to be respread to a depth
of at least 4 to 6 inches over the disturbed areas to be reclaimed. Topsoil shall be stock piled separately
from subsoil materials. Topsoil salvaged from the reserve pit shall be stockpiled separately near the
reserve pit. Immediately upon well completion, the location and surrounding area will be cleared of
all unused tubing,materials, trash, and debris not required for production. Alternatively, the pit will
be pumped dry, the liner folded into the pit, and the pit backfilled. The reserve pit will be reclaimed
within120 days from the date of well completion,weather permitting.

Seed Mix



11. Surface Ownership:

The well pad and access road are located on lands owned by:

Bureau of Land Management
170 South 500 East
Vernal, UT 84078
(435) 781-4400

12. Other Information

A Class IIIarchaeological survey was conducted by Montgomery Archaeology
Consultants. A copy of this report was submitted directly to the appropriate agencies by
Montgomery Archaeology Consultants. Cultural resource clearance was recommended
for this



Lessee's or Operator's Representative:

John Busch
Red Wash Operations Rep.

QEP Uinta Basin, Inc.
11002 East 17500 South

Vernal, Utah 84078
(435) 781-4341

Certification:

All lease and/or unit operations willbe conducted in such a manner that full compliance
is made with allapplicable laws, regulations, Onshore Oil&Gas Orders, the approved
plan of operations, and any applicable Notice to Lessees.

QEP Uinta Basin, Inc. willbe fullyresponsible for the actions of theirsubcontractors.

A complete copy of the approved Application for Permit to Drillwill be furnished to the
field representative(s) to ensure compliance and shall be on location during all
construction and drilling operations.

I hereby certifythat I, or persons under my direct supervision, have inspected the
proposed drill site and access route; that I am familiar with the conditions which currently
exist; that the statements made in this plan are, to the best of my knowledge, true and
correct; and that the work associated with the operations proposed herein willbe
performed by QEP Uinta Basin, Inc. its' contractors and subcontractors in conformity
with this plan and the terms and conditions under which it is approved. This statement is
subject to the provisions of 18 U.S.C. 1001 for the filing of a false statement.

January 29, 2004
Johndusch Date
Red Wash Operations Representative



SHENANDOAH ENERGY, INC.
OU GB #1Ÿ4-8-22

LOCATED IN UINTAH COUNTY, UTAH
SECTION 4, TSS, R22E, S.L.B.&M.

PHOTO: VŒW FROM CORNER #5 TO LOCATION STAKE CAMERA ANGLE: NORTHWESTERLY

PHOTO: VIEW FROM BEGINNING OF PROPOSED ACCESS CAMERA ANGLE: SOUTHEASTERLY

ng LOCATIONPHOTos 0 1 14 03 ruoro
85 South 200 East VernaLUtah 84078 m D^V Ylo

-M Ï%4- ¯ 89¯\017 uels@uelsinc.com TAKENBV:D.K. DRAWNBY:P.M.REVISED:004)04)C



SHENANDOAH ENERGY, INC. FICURE #1
LOCATION LAYOUT FOR Proposed Access
OU GB #1*-4-8-22 Road (Romp On)

SECTION 4. T8S, R22E, S.L.B.&M.
1139' FNL 469' FEL

SCALE: 1" =
50• S_ty J+F-2. 7' sDATE: 01-15-03 i

Drawn By D.COX E/. 65.] ; ,
I
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N oitch |

Elev. Ungraded Ground At Loc. Stake = 5169.0'
s fÏINTAH ENGINEERING & LAND SURVEYING

F/N/SHED GRADE ELEV AT LOC STAKE = 5168.0 86 So. 200 East • Vermd, UtaA 84078 • (435)



SHENANDOAH ENERGY, INC.
. TYPICAL CROSS SECTIONS FORX-Section

scale OU GB #164-8-22
'¯

,, , SECTION 4, T8S, R22E, S.L.B.&M.
1 = 50

1139' FNL 469' FEL
DATE: 01-15-03
Drawn By· D.COX 35°

135'

inished Grade

F/LL

STA. J+25

10' 70' 35' 135

STA. 1+50

10' 70° 35 135'

35' 120'
Preconstruction

STA. 0+00

APPROXIMATEYARDAGES EXCESS MATERIALAFTER
57. COMPACTION = 2,4J0 Cu. Yds.

CUT Topsoil & Pit Backfill = 2,4JO Cu. Yds.
(6") Topsoil Stripping = 1,260 Cu. Yds- (1/2 Pit Vol.)
Remoining Location = 6,590 Cu. Yds EXCESS UNBALANCE = 0 Cu. Yds.

TOTAL CUT = 7,850 CU.YDS. (After Rehabilitation)

FILL = 5,150 CU.YDS. UINTAH ENGINEERINc & LAND SURVEYING
85 So. ÆOO East * Vernal, Utah 84078 • (435)
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Drilling Program
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WORKSHEET

00 5 NPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 02/02/2004 API NO. ASSIGNED: 43-047-35462

WELL NAME: OU GB 1MU-4-8-22

OPERATOR: QEP UINTA BASIN, INC. ( N2460 )

CONTACT: RALEEN SEARLE PHONE NUMBER: 435-781-4309

PROPOSED LOCATION:

NENE 04 080S 220E INSPECT LOCATN BY: / /

SURFACE: 1139 FNL 0469 FEL Tech Review Initials Date
BOTTOM: 1139 FNL 0469 FEL

UINTAH Engineering

WHITE RIVER ( 705 ) Geology

LEASE TYPE: 1 - Federal Surface
LEASE NUMBER: U-205108

SURFACE OWNER: 1 - Federal
LATITUDE: 40.15771

PROPOSED FORMATION: MVRD

COALBED METHANE WELL? NO LONGITUDE: 109.43659

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

/ Plat R649-2-3.

p/ Bond: Fed[1] Ind[] Sta[] Fee[]
Unit WHITE RIVER

(No. ESBOOOO24 )
{ Potash (Y/N) R649-3-2. General

51 Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

Water Permit A R649-3-3. Exception

(No. 49-2153 )
si Drilling Unit
)¾ RDCC Review (Y/N)

Board Cause No:
(Date: ) Eff Date:

AJ31 Fee Surf Agreement (Y/N) Siting:

R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS:
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OPERATOR: QEP UINTA BASIN INC (N2460)

SEC. 4 T.8S, R.22E

FIELD: WHITE RIVER (705)

COUKIY: UINTAH

SPACING: R649-3-3 / EXCEPTION LOCATION

We&GASINJECTION E LORATORY Utah OilGas and Mining
- GAS STORAGE GAS STORAGE
- LOCATION ABANDONED NF PP OIL
o NEW LOCATION NF SECONDARY Field Status

. PLUGGED St ABANDONED N
• PRODUCING GAS PENDING ABANDONED
. PRODUCING OIL PI OIL ACTIVE
• SHUT-IN GAS PP GAS COMBINED
- SHUT-IN OIL
x TEMP. ABANDONED PP GEOTHERML INACTIVE E

TEST WELL PP OIL PROPOSED
WA IS'E ON SECONDARY STORAGE PREPARED BY: DIANA WHITNEY

WATER DISPOSAL TERMINATED TERMtNATED
SDATE·



11002 East 14757080South

Tel 435 781 4300 • Fax 435 781 4329

February9, 2004

Division of Oil, Gas & Mining
1594 W. N. Temple STE 1210
SaltLakeCity,UT 84114-5801

To Whom It May Concern:

In reference to the State Oil and Gas Conservation rule R649-3-3QEP Uinta Basin, Inc. OU GB
1MU-4-8-22is an exception to this rule due to topography.

There are no additional leaseowners with 460' of the proposed location.If you haveany question
pleasecontact JanNelson @ (435)781-4331.

Thankyou,

JanNelson

RECEIVED
FEBy 12004

DIVOFOIL,GASå
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are MICHAEL O. LEAVITT
Governor

OLENE S. WALKER
.

Lieutenant Governor

State of Utah
February 11, 2004

Department of
Natural Resources

QEP-Uinta Basin, Inc.
Division of 11002 East 17500 South

Oil, Gas & Mining Vernal, UT 84078

ROBERT L. MORGAN
Executive Director

Re: Over and Under Glen Bench IMU-4-8-22 Well, 1139' FNL, 469' FEL, NE NE,
LOWELL P.BRAXTON

Division Director Sec. 4, T. 8 South, R. 22 East, Uintah County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

Appropriate information has been submitted to DOGM and administrative
approval of the requested exception location is hereby granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-047-35462.

Si rely,

J n R. Baza
ssociate Director

pab
Enclosures

cc: Uintah County Assessor
Bureau of Land Management, Vernal District Office

1594 WestNorth Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801 e
telephone(801) 538-5340•facsimile (801) 359-3940•TTY (801) 538-7223• www.ogm.utah.gov Where ideas



Operator: QEP-Uinta Basin, Inc.
Well Name & Number Over and Under Glen Bench 1MU-4-8-22
API Number: 43-047-35462
Lease: U-205108

Location: NE NE Sec.._4_ T. 8 South R. 22 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dan Jarvis at (801) 538-5338

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. This proposed well is located in an area for which drilling units (well spacing patterns) have
not been established through an order of the Board of Oil, Gas and Mining (the "Board").
In order to avoid the possibility of waste or injury to correlative rights, the operator is
requested, once the well has been drilled, completed, and has produced, to analyze
geological and engineering data generated therefrom, as well as any similar data from
surrounding areas if available. As soon as is practicable after completion of its analysis,
and if the analysis suggests an area larger than the quarter-quarter section upon which the
well is located is being drained, the operator is requested to seek an appropriate order
from the Board establishing drilling and spacing units in conformance with such analysis
by filing a Request for Agency Action with the



Diana Whitney - EC27353.pdf Page 1

0 0 7

Form 3160-3 FORMAPPROVED
(August 1999) OMB No 10DWl36

UNITEDSTATES Egres Nommber 30, 2000

DEPARTMENT OF THE INTERIOR
BUREAUOF LAND MANAGEMENT 5 Leæe SerialNo.

UTUO2510A

APPLICATIONFOR PERMITTO DRILLOR REENTER 6 If Indim, Alloticeor TribeNane

laTypeofWork: BDRILL 0REENTER . 7. 7 IfUnitorCAAgreenot,NaneandNo.
UTU63021X

8 LemeNanemdWellNo.
Ib. Typeof Well: O Oil Well B Gæ Well O Othe SingleZone O MultipleZone OU GB 1MU-+&22

2. Nuneof Oyator Contact RALEENSEARLE 9 API Well No.
QEP UIN IA BASININC E-Mat meade@westportresourmurp.œm 43-047-35462-00-X1

3a Address 3b, PhoneNo. (includearcacode) 10. Field md Pool, or Exploratory
11002 EAST 17500 SOUTH Ph: 435.781.7044 WHITERIVER
VERNAL, UT 84078 Fx 435.781.7094

4. Locgion of Well (Report locadon clearly and in accontance withany State requiremens.*) 11. Ser., T., lt, M., or Blk. md Survey or Arca

At surface Lot8 1139FNL 469FEL 40.15762 N Lat, 109.43722 W Lon Sec4 TSS R22E Mer SLB

At proposed prod. 2nne
SME: BLM

14. Distmee in mile and direction from nearesttown or post office* 12. County or Parish 13. Sige
34 +/- MILESSOUTH EAST FROMVERNAL,UT UINTAH UT

15. Distmoe from proposed locationto nearmt property or 16. No. of Ages in Leme 17. Spang Unit dediated to this well
lemeline, ft. (Also to nearest drig. unit line, if my)

469' +/- 907.83 40.00

18. Distmoe from proposed loemionto nearestwell, drilling, 19. Proposed Depth 20. BLM/BIA Bond No. on file
comp1ded,pplied for, on this leme, ft.

1500'+/- 11900 MD ESB000024

21. Elevaions (Show whether DF, KB, RT, GL, etc 22. Approximmedse work will start 23. Estimmeddurmion
5183 KB 10 DAYS

24. Attachments

The following, mmplaed in accordmoewith the requiremmts of Onshore Oil md Gæ Order No. 1, shall be attadied to this form:

1. Weil pla artified by aregistered surveyor. 4. Bond to cover the opersions unlos covered by m existing bond on file (see
2. A Drdling Plan. Itan 20 above).
3. A SurfaceUse Pim (if the locationis on Naional Formt Systen Lmds, the 5. Opergor artification

SUPO shallbe filed with the approprimeForest ServiceOffice). 6. Suds other site specificinformgion md/or plans as may be required by the
othori2nd officer.

I i lii I - I

25. Signature Name (Printed/fyped) Dae
(ElecironicSubmission) JOHN BUSCH Ph: 435.781.4341 01/29/2004

Title
FIELDSUPERVISOR

Approved by (Signature) Name (Printed/Typed) Date
(ElecironicSubmission) HOWARDB CLEAVINGERIl 05/21/2004

Title Office
AFMFOR MINERALRESOURCES Vemal

Applicmionapproval does not warrmt or artify the appliaint holds legalor cquitabletitle to those rights in the subjcd leasewhids would mtitle the applicmt to onduct
operations thereon.
Conditions of approval, if my, are atached.

Title 18 U.S.C. Semion1001 md Title 43 U.S.C. Section 1212, make it a crime for æy person knowingly md willfully 10 maketo my departmmt or a8ency of the United
Statesmy false, fictitiousor fraudulmt stgemmis or represmtations as to any malt¢r withm itsjurisdiction.

Additional Operator Remarks (see next page)

Electronic Submission #27353 verified the BLMWel Infonnation System
ForQEP UINTABASIN , sert tothe Vemal

Committed to AFMSS for processing by LESLIEWALKERon 01/30/2004 (04LWO666AE)

" BLM REVISED" BLM REVISED" BLM REVISED** BLMREVISED" BLM REVISED



Diana Whitney - ECÛ353.pä Page 2

Additional Operator Remarks:

QEPUin1aBasin,Inc proposestodrilla wellto 1190&totestthe Mesa Verde.If productive,casing
will be run andthe well completed If dry,thewellwill bepluggedandabandonedas per BLM andSiate
of Utahrequirements

See attached8-Point drillingprogram.

See Ons1xreOrderNo l Attached

Pleasebe advisedthatQEPUiniaBasin,Inc. agreestobe responsiblemder thetermsandconditionsof
the leasefor theoperationscoducted uponthe leaselands.

Bond coveragefor thiswellisprovidedbyBond Na ESB000024.TheprincipalisQEPUintaBasin,Inc.
viasuretyas consentas providedfor the43CFR 3104



Revisions to Operator-Submitted EC Data for APD #27353

Operator Submitted BLM Revised (AFMSS)

Leese: U-205108 UTUO2510A

Agreement: UTU63021X

Operator: QEP - UINTA BASIN INC QEP UINTA BASIN INC

11002 EAST 17500 SOUTH 11002 EAST 17500 SOUTH
VERNAL, UT 84078 VERNAL, UT 84078
Ph: 435.781 4309 Ph: 435.781.4300
Fx: 435.781 4323

Admin Coniact RALEEN SEARLE RALEEN SEARLE
REGULATORY AFFAIRSANALYST PREPARER
11002 EAST 17500 SOUTH 11002 EAST 17500 SOUTH
VERNAL, UT 84078 VERNAL, UT 84078
Ph: 435.781.4309 Ph: 435.781.7044
Fx: 435.781 4329 Fx: 435.781.7094

E-Mail: raleen.seerle@questar.com E-Mail: rsearle@westportresourcescorp.com

Tech Contact JOHN BUSCH JOHN BUSCH
FIELD SUPERVISOR FIELD SUPERVISOR
11002 E. 17500 S. 11002 EAST 17500 SOUTH
VERNAL, UT 84078 VERNAL,UT 84078

Well Name: OUGB OU GB
Number: 1MU-4-8-22 1MU-4-8-22

Location:
State: UT UT
County: UINTAH UINTAH
S/TIR: Sec 4 TSSR22E Mer SLB Sec 4 T8SR22E Mer SLB
SurfLoc: NENELot8 1139FNL 469FEL Lot8 1139FNL 409FEL 40.15762 N Lat, 109.43722 W Lon

Field/Pool: WHITERIVER WHITERIVER

Bond: ESB000024



Diana Whitney - 1MU 4.doc Page 1

COAs Page 1 of 2
Well No.: OU GB 1MU-4-8-22

CONDITIONS OF APPROVAL
APPLICATION FOR PERMIT TO DRILL

Company/Operator: QEP-Uintah Basin Inc.

Well Name & Number: OU GB lMU-4-8-22

API Number: 43-047-35462

Lease Number: U-02510-A

Location: Lot 8 Sec. 4 T. 8S R. 22E

Agreement: White River Unit

For more specific details on notification requirements, please check the Conditions of Approval
for Notice to Drill and Surface Use Program.

CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or equitable
title to those rights in the subject lease which would entitle the applicant to conduct operations
thereon.

Be aware fire restrictions may be in effect when location is being constructed and/or when well is
being drilled. Contact the appropriate Surface Management Agency for information.

Casing Program and Auxiliary Equipment

The BOPE system outlined in the APD is not adequate for the proposed depth. A 5M system
will be required.

As a minimum requirement, the cement behind the production casing must extend 200' above the
top of the Green River formation which has been identified at



Diana Whitney - 1MU 4.doc Page 2

COAs Page 2 of 2
Well No.: OU GB 1MU-4-8-22

Coring, Logging and Testing Program

Daily drilling and completion progress reports shall be submitted to this office on a weekly basis.

Please submit an electronic copy of all logs run on this well in LAS format. This
submission will supercede the requirement for submittal of paper logs to the BLM.

Other Information

In the event after-hours approvals are necessary, you must contact one of the following
individuals:

Ed Forsman (435) 828-7874

Petroleum Engineer

Kirk Fleetwood (435) 828-7875
Petroleum Engineer

BLM FAX Machine (435) 781-4410

SURFACE USE PROGRAM
CONDITIONS OF APPROVAL (COAs)

Paleontological monitoring will be required on all this location.

The proposed road is within ½ mile of an active Ferruginous Hawk nest. There will be no
construction on the access road between March 1 and July



,'°'"316°6 'NITED STATES FORMAPPROVED

punei' °) DEPAlb. iNT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March31, 1993

4 08* 5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-02510

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir
Use "APPLICATION FOR PERMIT--" for such proposals 5. If Indian, Allotteeor Tribe Name

N/A

SUBMITIN TRIPLICA TE 7. If Unit or CA, Agreemem Designation

1. Type of Well WHITE RIVER

O " T "' O °- ÜÜÑÜ ÃL 8. WellNameandNo.

OU GB lW-4-8-22
2 Name ofOperator Contact: Jan Nelson

QEP UINTA BASIN, INC. Email: Jan.Nelson@guestar.com 9. APIWellNo.

3 Address and Telephone No 43-047-35462
11002 E. 17500 S. VERNAL, UT 84078-8526 (435) 781-4331 10. Field and Pool, or Exploratory Area

4 Location of Well (Footage, Sec., T., R., M., or Survey Description) WHITE RIVER
I 1. County or Parish, State

NENE, LOT 8, I139'FNL 469'FEL, SECTION 4, TSS, R22E UINTAH, UTAH

12 CHECK APPROPRIATE 3OX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

O -"··· O NewConstruction

O 6----- O " '--"=* O Non-RoutineFracturing

O -~ O Water Shut-Off

Final Abandonment Notice O -o- --..

Other APD Extension Dispose water

(Note) Report results of multiple completion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all peninent details, and give pertinent dates, including estimated date of starting any proposed work If well is directionally drilled,
give subsurface locations andmeasured and true vertical depths for all markers and zones pertinent to this work)

QEP Uinta Basin, Inc. hereby requests a 1 year extension on the APD for theOU GB 1MU-4-8-22.

F Approvedby the
Utah Division of I

Oil,Gas and Mining

14. I hereby certify that the forego tme and correct
Signed Jan Nelson Titl• Regulatory Affairs Analyst Date 12-10-04

(This space for Federal or State o use)

Approved by Title Date

Conditionsof approval, if any

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfullyto make to any department or agency ofthe United States any false, fictitious or fraudulent statements or
representations as to any matter within its jurisdiction.

*See instruction on Reverse Side -- i L'

DEC15



Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)

API: 43-047-3g
Well Name: OUGB 1W-4-8-22
Location: NENE, LOT 8, 1139' FNL 469' FEL, SEC. 4,T8S,R22
Company Permit Issued to: QEP UINTA BASIN INC.
Date Original Permit Issued: 2/11/2004

The undersigned as owner with legal rights to drillon the property as permitted
above, hereby verifies that the information as submitted in the previously
approved applicationto drill, remains valid and does not require revision.

Following is a checklistof some items related to the application, which should be
verified.

If located on private land, has the ownership changed, if so, has the surface
agreement been updated? Yes O NoO

Have any wells been drilled in the vicinityof the proposed well which would affect
the spacing or siting requirements for this location? YesO NolEl

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? YesONolEl

Have there been any changes to the access route including ownership, or right-
of-way,which could affect the proposed location? YesO No121

Has the approved source of water for drillingchanged? YesO NolEl

Have there been any physical changes to the surface location or access route
which willrequirea change in plans from what was discussed at the onsite
evaluation? Yes O NolEl

Is bonding still in place, which covers this proposed well? YeslEINoO

12/10/2004

Sig ture Date

Title: Regulatory Affairs Analyst

Representing: QEP UINTA BASIN



Form 316o-s NITED STATES FORM APPROVED

oune1990) DEPAI 19f ENT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March31, 1993

5. Lease Designation and Serial No.

.

' SUl4Î)RY NOTICES AND REPORTS ON WELLS UTU-02510A

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir
Use "APPLICATION FOR PERMIT-" for such proposalS 5. IfIndian, AllotteeorTribeName

N/A

SUBMITIN TRIPLICA TE 7. IfUnit or CA, Agreement Designation

1 Type of Weli WHITE RIVER
Oil Gas DEC1 4 2004

O ··" U " O Other 8. Well Name and No.

2. NameofOperator Contact: .Ian
OU GB lW-4-8-22

QEP UINTA BASIN, INC. Email: Jan.Nelson@guestar.com 9. API WellNo.

3. Address and Telephone No 43-047-35462

11002 E. 17500 S. VERNAL, UT 84078-8526 (435) 781-4331 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Sunrey Description) WHITE RIVER
I 1. County or Parish, State

NENE, LOT 8, l139'FNL 469'FEL, SECTION 4, T8S, R22E UINTAH, UTAH

12 CHECK APPROPRIATE 3OX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHERDATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

O Rompletion New Constmetion

Subsequent Repon Plugging Back Non-Routine Fracturing

Final Abandonment Notice Mt Cma

Other APD Extension Dispose water

(Note) Report results of multiple completion on Well
Completion or Recompletion Report and Iog form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, includingestimated date of starting any proposed work. If well is directionally drilled,
give subsurface locations and measuredand true vertical depths for all markers and zones pertinent to this work)

QEP Uinta Basin, Inc. hereby requests a 1 year extension on theAPD for the OU GB 1MU-4-8-22.

TIONSOF APPRCVALATTACHEE

DIVOFOIL,GAS&MNNG

• 14. I hereby certify that the forego e and correct
Signed Jan Nelson Titl• Regulatory Affairs Analyst Date 12-10-04

(This space for Federal or State

Approvedby: Title um W »ate gi 0 4
Conditions of approval, if any

Title 18U.S.C. Section 1001, makes it a crime for any person knowingly and willfullyto make to any department or agency ofthe United States any false, fictitious or fraudulent statements or
representations as to any matter within its jurisdiction.

*See instruction on Reverse



Application for Permit to Drill
Request for Permit Extension

Validation
(thisform should accompany the Sundry Notice requesting permit extension)

API: 43-047-35462
Well Name: OUGB 1W-4-8-22

Location: NENE, LOT 8, 1139' FNL 469' FEL, SEC. 4,T8S,R22
Company Permit issued to: QEP UINTA BASIN INC.
Date Original Permit Issued: 5/21/2004

The undersigned as owner with legal rights to drillon the property as permitted
above, hereby verifies that the information as submitted in the previously
approved applicationto drill, remains valid and does not require revision.

Following is a checklistof some items related to the application, which should be
verified.

If located on private land, has the ownership changed, if so, has the surface
agreement been updated? Yes O NoO

Have any wells been drilled in the vicinityof the proposed well which wouldaffect
the spacing or siting requirements for this location? YesO NolEl

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? YesO NoIEl

Have there been any changes to the access route including ownership, or right-
of-way,which could affect the proposed location? YesO No IEl

Has the approved source of water for drilling changed? YesO Nol2l

Have there been any physical changes to the surface location or access route
which willrequire a change in plans from what was discussed at the onsite
evaluation? YesO NolEl

Is bonding s · I in place, which covers this proposed well? Yes2NoO

12/10/2004

Signat Date

Title: Regulatory Affairs Analyst

Representing: QEP UINTA BASIN



. QEP Uinta Basin Inc.
APD Extension

Well: OU GB OlW- 04-8-22 Location: NENE Sec. 04, TO8S,R22E

Lease: UTU-02510A

Conditions of Approval

An extension for the referenced APD is granted with the following condition(s):

1. The extension will expire 05/21/06

2. No other extensions beyond that period will be granted or allowed.

If you have any other questions concerning this matter, please contact Michael Lee at

(435)



STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

UTU-02510Ag

SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBENAME:

N/A
7. UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantlydeepen existingwells below current bottom-hole depth, reenter plugged wells, or to WHITE RIVER
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER OU GB 1MU-4-8-22

2. NAMEOF OPERATOR: 9. API NUMBER:

QEP UINTABASIN, INC 4304735462
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

11002 E. 17500 S· CITY VERNAL STATE UT zi,84078 (435) 781-4331 WHITE RIVER
4. LOCATION OF WELL

FOOTAGESATSURFACE: 1139' FNL 469' FEL LOT 8 COUNTY: UINTAH

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NE 4 8S 22E STATE:
UTAH

19. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

2 NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date workwillstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF

Date of woit completion:
O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER APD EXTENSION

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

QEP Uinta Basin, Inc. hereby requests a 1 year extension on the OU GB 1MU-4-8-22.

Approved by the
Utah Division of

Oil, Gas and Mining

Date:
---Q

NAME(PLEASE P T) Jan Nelson TITLE Regulatory Affairs

SIGNATURE DATE 1/11/2006

(This space for Sate use only)

JAN13 2006

(5/2000) (See Instructions on Reverse



Application for Permit to Drill
Request for Permit Extension

Validation
(thisform shouldaccompany the Sundry Notice requesting permit extension)

API: 43-047-35462

Well Name: OU GB 1MU-4-8-22

Location: LOT 8 1139' FNL 469' FEL NE SEC. 4, T8S, R22E
Company Permit Issued to: QEP UINTA BASIN, INC.
Date Original Permit Issued: 2/11/2004

The undersigned as owner with legal rights to drillon the property as permitted
above, hereby verifiesthat the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Followinq is a checklist of some items related to the application,which should be
verified.

If located on private land, has the ownership changed, if so, has the surface
agreement been updated? YesO Nom

Have any wells been drilled in the vicinityof the proposed well which would affect
the spacing or siting requirements for this location? YesO NoO

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? YesO NoO

Have there been any changes to the access route including ownership, or right-
of-way, which could affect the proposed location? YesO No121

Has the approved source of water for drillingchanged? YesO NoO

Have there been any physical changes to the surface location or access route
which willrequire a change in plans from what was discussed at the onsite
evaluation? YesO NoO

Is bondi stillin place, which covers thisproposed well? Yes2NoO

1/11/2006

Sig ture Date

Title: REGULATORY AFFAIRS

Representing: QEP UINTA BASIN, INC.



STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
UTU-02510A

SUNDRY NOTICES AND REPORTS ON WELLS 6 FINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° WH ITE RIVER UNITdrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OlL WELL GAS WELL OTHER OU GB 1MU-4-8-22

2.NAMEOFOPERATOR: 9.APINUMBER:

QEP UINTABASIN, INC 4304735462
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WiLDCAT:

11002 E. 17500 S· civv VERNAL STATE UT zi,84078 (435) 781-4331 WHITE RIVER
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 1139' FNL 469' FEL (LOT 8) COUNTY: UlNTAH

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: 4 8S 22E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
ACIDlZE DEEPEN REPERFORATE CURRENT FORMATION

NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAlR WELL

Approximate date workwillstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUClNG FORMATlONS RECLAMATIONOF WELL SITE OTHER:

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATlON

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

QEP Uinta Basin, Inc., proposes to drillthis well to the Mancos formation. The original TD was 11,9Ò0'the new proposed will
be 16,700'. Please refer to attached drilling plan.

QEP Uinta Basin, Inc., proposes to change the well name from OU GB 1MU-4-8-22 to GB 1M-4-8-22.

Approvedby the
Utah Divisionof

Oil,Gas and Mining

By:

NAME(PLEASE PRINT Nelson TITLE Regulatory Affairs

SIGNATURE DATE 8/23/2006

(This space for Sta se only)

RECEIVED

(5/2000) (See Instructions on Reverse e)0
0 L

G5AS



ONSHORE OIL & GAS ORDER NO. 1
QEP UINTA BASIN, INC.
GB 1M-4-8-22

DRILLING PROGRAM

ONSHORE OIL & GAS ORDER NO. 1
Approval of Operations on Onshore

Federal Oil and Gas Leases

All lease and/or unit operations will be conducted in such a manner that full compliance is made
with applicable laws, regulations (43 CFR 3100), Onshore Oil and Gas No. 1, and the approved
plan of operations. The operator is fully responsible for the actions of his subcontractors. A copy
of these conditions will be furnished the field representative to insure compliance.

1. Formation Tops

The estimated tops of important geologic markers are as follows:

Formation Depth
Uinta Surface
Green River 3,260'
Wasatch 6,560'
Mesaverde 9,295' --

Sego 11,650'
Castlegate 11,895'
Blackhawk 12,375'
Mancos Shale 12,775'
Mancos B 13,125'
Frontier 15,900'
TD 16,700'

2. Anticipated Depths of Oil Gas Water and Other Mineral Bearing Zones

The estimated depths at which the top and bottom of the anticipated water, oil, gas. Or
other mineral bearing formations are expected to be encountered are as follows:

Substance Formation Depth
Gas Wasatch 6,965'
Gas Mesaverde 9,835'
Gas Blackhawk 13,035'
Gas Mancos Shale 13,475
Gas Mancos B 14,060'

All fresh water and prospectively valuable minerals encountered during drilling, will be
recorded by depth and adequately protected. All oil and gas shows will be tested to
determine commercial potential.

All water shows and water-bearing sands will be reported to the BLM in Vernal, Utah.
Copies of State of Utah form OGC-8-X are acceptable. If flows are detected, samples



ONSHORE OIL & GAS ORDER NO. 1
QEP UINTA BASIN, INC.
GB 1M-4-8-22

DRILLING PROGRAM

be submitted to the BLM along with any water analyses conducted. Fresh water will be
obtained from Wonsits Valley water right # A36125 (which was filed on May 7, 1964,) or
Red Wash water right # 49-2153 (which was filed on March 25, 1960). It was determined
by the Fish and Wildlife Service that any water right number filed before1989 is not
depleting to the Upper Colorado River System, to supply fresh water for drilling purposes.
All water resulting from drilling operations will be disposed of at Red Wash Central
Battery Disposal Site; SWSE, Section 27, T7S, R23E or Wonsits Valley Disposal Site;
SWNW, Section 12, T8S, R21E.

3. Operator's Specification for Pressure Control Equipment:

A. 10,000 psi double gate, 10,000 psi single gate, 10,000 psi annular BOP (schematic
attached)

B. Functional test daily

C. All casing strings shall be pressure tested (0.2psi/foot or 1500 psi, whichever is
greater) prior to drilling the plug after cementing; test pressure'shall not exceed
the internal yield pressure of the casing.

D. Ram type preventers and associated equipment shall be tested to approved stack
working pressure if isolated by test plug or to 50 percent of internal yield pressure
of casing whichever is less. BOP and related equipment shall meet the minimum
requirements of Onshore Oil and Gas Order No. 2 for equipment and testing
requirements, procedures, etc..., for a 10M system and individual components
shall be operable as designed.

4. Casing Design:

Hole Csg. Top Bottom Wt. Grade Thread Cond.
Size Size (MD) (MD)

26" 20" sfc 120' Steel Cond. None Used

14-3/4" 10-3/4" sfc 4,500' 40.5 J-55 STC New

9-7/8" 7-5/8" sfc 10,400' 29.7 HCP-110 LTC New

9-7/8" 7-5/8" 10,400' 12,000' 33.7 HCP-110 LTC New

6-1/2" 4-1/2" sfc 13,700' 15.1 P-110 LTC New -

6-1/2" 4-1/2" 13,700' 16,700' 15.1 Q-125 LTC



ONSHORE OIL & GAS ORDER NO. 1
QEP UINTA BASIN, INC.
GB 1M-4-8-22

DRILLING PROGRAM

Casing Strengths: Collapse Burst Tensile
(minimum)

10-3/4" 40.5 lb. J-55 STC 1,580 psi 3,130 psi 420,000 lb.

7-5/8" 29.7 lb. HCP-110 LTC 7,150 psi 9,470 psi 769,000 lb.
7-5/8" 33.7 lb. HCP-110 LTC 8,800 psi 10,860 psi 901,000 lb.

4-1/2" 15.1 lb. P-110 LTC 14,350 psi 14,420 psi 406,000 lb.

4-1/2" 15.1 lb. Q-125 LTC 15,840 psi 16,380 psi 438,000 lb.

MINIMUM DESIGN FACTORS:

COLLAPSE: 1.125
BURST: 1.10 '

TENSION: 1.80

Area Fracture Gradient: 0.9 psi/foot
Maximum anticipated mud weight: 15.4 ppg
Maximum surface treating pressure: 12,500 psi

5. Auxiliary Equipment

A. Kelly Cock - yes

B. Float at the bit - no

C. Monitoring equipment on the mud system - visually and/or PVT/Flow Show

D. Full opening safety valve on the rig floor - yes

E. Rotating Head - yes
If drilling with air the following will be used:

F. The blooie line shall be at least 6" in diameter and extend at least 100' from the
well bore into the reserve/blooie pit.

G. Blooie line ignition shall be provided by a continuous pilot (ignited when drilling
below 500').

H. Compressor shall be tied directly to the blooie line through a



ONSHORE OIL & GAS ORDER NO. 1
QEP UINTA BASIN, INC.
GB 1M-4-8-22

DRILLING PROGRAM

I. A mister with a continuous stream of water shall be installed near the end of the
blooie lines for dust suppression.

Surface hole will be drilled with air, air/mist, foam, or mud depending on hole conditions.
Drilling below surface casing will be with water based drilling fluids consisting primarily
of fresh water, bentonite, lignite, caustic, lime, soda ash and polymers. No chromates will
be used. It is not intended to use oil in the mud, however, in the event it is used, oil
concentration will be less than 4% by volume. Maximum anticipated mud weight is 15.4
ppg.

No minimum quantity of weight material will be required to be kept on location.

PVT/Flow Show will be used from base of surface casing to TD.

Gas detector will be used from surface casing depth to TD.

6. Testing, logging and coring program

A. Cores - none anticipated

B. DST - none anticipated

C. Logging - Mud logging - 4500' to TD
GR-SP-Induction, Neutron Density, FMI

D. Formation and Completion Interval: Mancos interval, final determination of
completion will be made by analysis of logs.
Stimulation - Stimulation will be designed for the particular area of interest as
encountered.

7. Cementing Program

20" Conductor:
Cement to surface with construction cement.

10-3/4" Surface Casing: sfc - 4500' (MD)
Lead Slurry: 0' - 4,250'. 1620 sks (4765 cu ft) Rockies LT cement + 0.25 lb/sk Flocele.
Slurry wt: 11.5 ppg, Slurry yield: 2.94 ft3/sk, Slurry volume: 14-3/4" hole + 100% excess.
Tail Slurry: 4,250' - 4,500'. 160 sks (320 cu ft) Rockies LT cement + 0.25 lb/sk
Flocele. Slurry wt: 13.0 ppg, Slurry yield: 1.99°ft'/sk, Slurry volume: 14-3/4" hole +

100%



ONSHORE OIL & GAS ORDER NO. 1
QEP UINTA BASIN, INC.
GB 1M-4-8-22

DRILLING PROGRAM

7-5/8" Intermediate Casing: sfc - 12,000' (MD)
Foamed Lead Slurry 1: 0' - 6,000'. 780 sks (1535 cu ft) 50/50 Poz Premium + 5 lb/sk
silicalite compacted light weight additive + 20% SSA-1 additive + 0.3% FDP-C766-05
fluid loss + 0.2% Versaset thixotropic additive + 1.5% Zonesealant 2000 foamer. Slurry
wt: 14.3 ppg, foamed 11.0 ppg, Slurry yield: 1.48 ft'/sk, Slurry yield foamed: 1.98 ft*/sk,
Slurry volume: 9-7/8" hole + 50% excess in open hole section.
Foamed Lead Slurry 2: 6,000' - 11,500'. 905 sks (1775 cu ft) 50/50 Poz Premium + 5
lb/sk silicalite compacted light weight additive + 20% SSA-1 additive + 0.3% FDP-C766-
05 fluid loss + 0.2% Versaset thixotropic additive + 1.5% Zonesealant 2000 foamer.
Slurry wt: 14.3 ppg, foamed 11.5 ppg, Slurry yield: 1.48 R3/sk,Slurry yield foamed: 1.96
ft3/sk, Slurry volume: 9-7/8" hole + 50% excess.
Tail Slurry: 11,500' - 12,000'. 120 sks (175 cu ft) of 50/50 Poz Premium + 5 lb/sk
silicalite compacted light weight additive + 20% SSA-1 additive + 0.3% FDP-C766-05
fluid loss + 0.2% Versaset thixotropic additive. Slurry wt: 14.3 ppg, Slurry yield: 1.48
Û3/sk,Slurry volume: 9-7/8" hole + 50% excess.
Top Out Cement: 75 sks (117 cu ft) Premium cement + 10 lb/sk gilsonite + 12% Cal-
Seal 60 + 3% CaCl2-

4-1/2" Production Casing: sfc - 16,700' (MD)
Lead/Tail Slurry: 6,500 - 16,700'. 995 sks (1630 cu ft) Premium Cement + 0.5% HR-12
retarder + 53LSSA-L±JL23LSuspend-HT + 0.4% Halad(R)-344 fluid loss + 0.3%
Halad(R)-413 fluid loss + 0.4% Super CBL gas migration + 0.2% HR-25 retarder. Slurry
wt: 15.25 ppg, Slurry yield: 1.64 ft'/sk, Slurry volume: 6-½" hole + 25% in open hole
section.

*Final cement volumes to be calculated from caliper log with an attempt to be made to
circulate cement to the surface on the intermediate string and 5,000' on the production
string. A bond log will be run across the zone of interest and across zones as required by
the authorized officer to insure protection of natural resources.

8. Anticipated Abnormal Pressures and Temperatures, Other Potential Hazards

No abnormal temperatures or pressures are anticipated. No H2S has been encountered in
or known to exist from previous wells drilled to similar depths in the general area.
Maximum anticipated bottom hole pressure equals approximately 13,400 psi. Maximum
anticipated bottom hole temperature is 320°
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Form316es UNITED STATES FORMAPPROVED

(November 1994) DEPARTMENT OF THE INTERIOR Ö.ii ii

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-02510A
Do not use this form for proposals to drill or reenter an 6. If Indian, Allottee or Tribe Name

abandoned well. Use Form 3160-3 (APD) for such proposals.
N/A

7. If Unit or CA/Agreement, Name and/or No.
SUBMITIN7RIPl.lCATE-Offteritistraintionsontovergesiffe WHITE RIVER UNIT

1. of We

ell O Gas Well Other 8. Well Name and No.

2. Name of Operator GB 1M-4-8-22
QEP Uinta Basin, Inc. Contact: Jim DavidSOn 9. API Well No.

3a. Address 3b. Phone No. (include area code) 43-047-35462
11002 East 17500 South, Vernal, UT 84078 303-308-3090 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) WH ITE RIVER
1139' FNL, 469' FEL, (LOT 8) SWSE, Section 4, T8S, R22E 11. County or Parish, State

Uintah

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off

Alter Casing Fracture Treat Reclamation Well Integrity

O SubsequentReport Casing Repair New Construction Recomplete Other

Change Plans Plug and Abandon Temporarily Abandon

O Final Abandonment Notice Convertto Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operations (clearly stat all pertinent detaûs, including estimated starting date of any proposed work and approximate duration thereof.

If the proposal is to deepen directionally or recomple1e horizontally, give subsurface locations and measured and true vertical depths of aR pertinent markers and 2ones

Attach the Bond under which he work will be perfŒmed or provide the Bond Na on file with BLM/BIA. Required subsequent reports shall be fued within 30 days

Following conpletion of he involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Fom 3160-4 shal be filed once
Testing has been completed. Final Abandonment Notices shaR be fûcd only afler all requirements, including reclamation, have been completed, and the operator has

determined that the si1e is ready for final inspection.)

QEP Uinta Basin, Inc. proposes to modify the casing and cementing program, from what was originally approved
in order to better protect against potential lost circulation zones. Please refer to attached revised 8-Point drillingplan.

Accepted by the
Utah Division of

Cil, Gas and Mining

FORRECORDONLY

14. I herebycertify that the foregoingis true and correct

Name (Printed/Typed) Title

Laura Bills Regulatory Assistant
si NDOVeember

16, 2006
THis SPACEFORFEDERALORSTATEUSE

Approved by Title Date

Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify Office
that the applicant holds legal or equitable title to those rights in the subject lease which would

entitle the applicant to conductoperationsthereon.

Title 18mU.SC ection Irep sen-taeso sa crime for any per o gly and willfully to make to any departmentor agencyof the United States any false, fictitiousor

(Instructions on reverse)

OIL,GAS&MINIA



ONSHORE OIL & GAS ORDER NO. 1
QEP UINTA BASIN, INC.
GB 1M-4-8-22

DRILLING PROGRAM

ONSHORE OIL & GAS ORDER NO. 1
Approval of Operations on Onshore

Federal Oil and Gas Leases

All lease and/or unit operations will be conducted in such a manner that full compliance is made
with applicable laws, regulations (43 CFR 3100), Onshore Oil and Gas No. 1, and the approved
plan of operations. The operator is fully responsible for the actions of his subcontractors. A copy
of these conditions will be furnished the field representative to insure compliance.

1. Formation Tops

The estimated tops of important geologic markers are as follows:

Formation Depth
Uinta Surface
Green River 3,260'
Wasatch 6,560'
Mesaverde 9,295'
Sego 11,650'
Castlegate 11,895'
Blackhawk 12,375'
Mancos Shale 12,775'
Mancos B 13,125'
Frontier 15,900'
TD 16,700'

2. Anticipated Depths of Oil Gas Water and Other Mineral Bearing Zones

The estimated depths at which the top and bottom of the anticipated water, oil, gas. Or
other mineral bearing formations are expected to be encountered are as follows:

Substance Formation Depth
Gas Wasatch 6,965'
Gas Mesaverde 9,835'
Gas Blackhawk 13,035'
Gas Mancos Shale 13,475
Gas Mancos B 14,060'

All fresh water and prospectively valuable minerals encountered during drilling, will be
recorded by depth and adequately protected. All oil and gas shows will be tested to
determine commercial



ONSHORE OIL & GAS ORDER NO. 1
QEP UINTA BASIN, INC.
GB 1M-4-8-22

DRILLING PROGRAM

All water shows and water-bearing sands will be reported to the BLM in Vernal, Utah.
Copies of State of Utah form OGC-8-X are acceptable. If flows are detected, samples will
be submitted to the BLM along with any water analyses conducted. Fresh water will be
obtained from Wonsits Valley water right # A36125 (which was filed on May 7, 1964,) or
Red Wash water right # 49-2153 (which was filed on March 25, 1960). It was determined
by the Fish and Wildlife Service that any water right number filed before1989 is not
depleting to the Upper Colorado River System, to supply fresh water for drilling purposes.
All water resulting from drilling operations will be disposed of at Red Wash Central
Battery Disposal Site; SWSE, Section 27, T7S, R23E or Wonsits Valley Disposal Site;
SWNW, Section 12, T8S, R21E.

3. Operator's Specification for Pressure Control Equipment:

A. 10,000 psi double gate, 10,000 psi single gate, 10,000 psi annular BOP (schematic
attached)

B. Functional test daily

C. All casing strings shall be pressure tested (0.2psi/foot or 1500 psi, whichever is
greater) prior to drilling the plug after cementing; test pressure shall not exceed
the internal yield pressure of the casing.

D. Ram type preventers and associated equipment shall be tested to approved stack
working pressure if isolated by test plug or to 50 percent of internal yield pressure
of casing whichever is less. BOP and related equipment shall meet the minimum
requirements of Onshore Oil and Gas Order No. 2 for equipment and testing
requirements, procedures, etc..., for a 10M system and individual components
shall be operable as designed.

4. Casing Design:

Hole Csg. Top Bottom Wt. Grade Thread Cond.
Size Size (MD) (MD)

26" 20" sfc 120' Steel Cond. None Used

12-1/4" 9-5/8" sfc 6500' 47 N-80 LTC New
HCP-

8-1/2" 7" sfc 9000' 26 LTC New110

8-1/2" 7" 9000' 12,000' 29* HCP- LTC New



ONSHORE OIL & GAS ORDER NO. 1
QEP UINTA BASIN, INC.
GB 1M-4-8-22

DRILLING PROGRAM

SDrift
6-1/8" 4-1/2" sfc 13,700' 15.1 P-110 LTC New

6-1/8" 4-1/2" 13,700' 16,700' 15.1 Q-125 LTC New

Casing Strengths: Collapse Burst Tensile
(minimum)

9-5/8" 47 lb. N-80 LTC 4,760 psi 6,870 psi 905,000 lb.

7" 26 lb. HCP-110 LTC 7,800 psi 9,950 psi 693,000 lb.

7" 29 lb.* HCP-110 LTC 9,200 psi 11,220 psi 797,000 lb.

4-1/2" 15.1 lb. P-110 LTC 14,350 psi 14,420 psi 406,000 lb.

4-1/2" 15.1 lb. Q-125 LTC 15,840 psi 16,380 psi 438,000 lb.
* Special Drift

MINIMUM DESIGN FACTORS:

COLLAPSE: 1.125
BURST: 1.10
TENSION: 1.80

Area Fracture Gradient: 0.9 psi/foot
Maximum anticipated mud weight: 15.4 ppg
Maximum surface treating pressure: 12,500 psi

5. Auxiliary Equipment

A. Kelly Cock - yes

B. Float at the bit - no

C. Monitoring equipment on the mud system - visually and/or PVT/Flow Show

D. Full opening safety valve on the rig floor - yes

E. Rotating Head - yes
If drilling with air the following will be used:

F. The blooie line shall be at least 6" in diameter and extend at least 100' from the
well bore into the reserve/blooie
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G. Blooie line ignition shall be provided by a continuous pilot (ignited when drilling
below 500').

H. Compressor shall be tied directly to the blooie line through a manifold.

I. A mister with a continuous stream of water shall be installed near the end of the
blooie lines for dust suppression.

Surface hole will be drilled with air, air/mist, foam, or mud depending on hole conditions.
Drilling below surface casing will be with water based drilling fluids consisting primarily
of fresh water, bentonite, lignite, caustic, lime, soda ash and polymers. No chromates will
be used. It is not intended to use oil in the mud, however, in the event it is used, oil
concentration will be less than 4% by volume. Maximum anticipated mud weight is 15.4
ppg.

No minimum quantity of weight material will be required to be kept on location.

PVT/Flow Show will be used from base of surface casing to TD.

Gas detector will be used from surface casing depth to TD.

6. Testing, logging and coring program

A. Cores - none anticipated

B. DST - none anticipated

C. Logging - Mud logging - 4500' to TD
GR-SP-Induction, Neutron Density, FMI

D. Formation and Completion Interval: Mancos interval, final determination of
completion will be made by analysis of logs.
Stimulation - Stimulation will be designed for the particular area of interest as
encountered.

7. Cementing Program

20" Conductor:
Cement to surface with construction



ONSHORE OIL & GAS ORDER NO. 1
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DRILLING PROGRAM

9-5/8" Surface Casing: sfc - 6500' (MD)
Lead Slurry: 0' - 4,250'. 1332 sks (3915 cu ft) Rockies LT cement + 0.25 lb/sk Flocele.
Slurry wt: 11.5 ppg, Slurry yield: 2.94 ft3/sk, Slurry volume: 12-1/4" hole + 100% excess.
Tail Slurry: 6,250' - 6,500'. 80 sks (157 cu ft) Rockies LT cement + 0.25 lb/sk Flocele.
Slurry wt: 13.0 ppg, Slurry yield: 1.99 ft3/sk,Slurry volume: 12-1/4" hole + 100% excess.

7" Intermediate Casing: sfc - 12,000' (MD)
Foamed Lead Slurry 1: 0' - 6,000'. 580 sks (1141 cu ft) 50/50 Poz Premium + 5 lb/sk
silicalite compacted light weight additive + 20% SSA-1 additive + 0.3% FDP-C766-05
fluid loss + 0.2% Versaset thixotropic additive + 1.5% Zonesealant 2000 foamer. Slurry
wt: 14.3 ppg, foamed 11.0 ppg, Slurry yield: 1.48 ft3/sk, Slurry yield foamed: 1.98 ft3/sk,

Slurry volume: 8-1/2" hole + 50% excess in open hole section.
Foamed Lead Slurry 2: 6,000' - 11,500'. 540 sks (1046 cu ft) 50/50 Poz Premium + 5
lb/sk silicalite compacted light weight additive + 20% SSA-1 additive + 0.3% FDP-C766-
05 fluid loss + 0.2% Versaset thixotropic additive + 1.5% Zonesealant 2000 foamer.
Slurry wt: 14.3 ppg, foamed 11.5 ppg, Slurry yield: 1.48 ft3/sk, Slurry yield foamed: 1.96
ft3/sk,Slurry volume: 8-1/2" hole + 50% excess.
Tail Slurry: 11,500' - 12,000'. 42 sks (70cu ft) of 50/50 Poz Premium + 5 lb/sk
silicalite compacted light weight additive + 20% SSA-1 additive + 0.3% FDP-C766-05
fluid loss + 0.2% Versaset thixotropic additive. Slurry wt: 14.3 ppg, Slurry yield: 1.48
ft3/sk,Slurry volume: 8-1/2" hole + 50% excess.
Top Out Cement: 75 sks (117 cu ft) Premium cement + 10 lb/sk gilsonite + 12% Cal-
Seal 60 + 3% CaCl2·

4-1/2" Production Casing: sfc - 16,700' (MD)
Lead/Tail Slurry: 6,500 - 16,700'. 995 sks (1630 cu ft) Premium Cement + 0.5% HR-12
retarder + 35% SSA-1 + 0.2% Suspend HT + 0.4% Halad(R)-344 fluid loss + 0.3%
Halad(R)-413 fluid loss + 0.4% Super CBL gas migration + 0.2% HR-25 retarder. Slurry
wt: 15.25 ppg, Slurry yield: 1.64 ft3/sk, Slurry volume: 6-1/8" hole + 25% in open hole
section.

*Final cement volumes to be calculated from caliper log with an attempt to be made to
circulate cement to the surface on the intermediate string and 5,000' on the production
string. A bond log will be run across the zone of interest and across zones as required by
the authorized officer to insure protection of natural resources.

8. Anticipated Abnormal Pressures and Temperatures, Other Potential Hazards

No abnormal temperatures or pressures are anticipated. No H2S has been encountered in
or known to exist from previous wells drilled to similar depths in the general area.
Maximum anticipated bottom hole pressure equals approximately 13,400 psi. Maximum
anticipated bottom hole temperature is 320°
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Form3160-5 UNITED STATES FORMAPPROVED

(November 1994) DEPARTMENT OF THE INTERIOR irei fi
BUREAUOF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-02510A
Do not use this form for proposals to drill or reenter an 6. If Indian, Allottee or Tribe Name

abandoned well. Use Form 3160-3 (APD) for such proposals.
N/A

7. If Unit or CA/Agreement, Name and/or No.

WHITE RIVER UNIT
1. Type of Well

Oil Well Gas Well Other 00NFIDENTIAL8. WellNameandNo.

2. Name of Operator GB 1M-4-8-22
QEP Uinta Basin, Inc. Contact: Jim DavidSOn 9. API Well No.

3a. Address 3b. Phone No. (include area code) 43-047-35462
11002 East 17500 South, Vernal, UT 84078 303-308-3090 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M, or SurveyDescription) WH ITE RIVER
1139' FNL, 469' FEL, (LOT 8) Section 4, T8S, R22E 11. County or Parish, State

Uintah

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off

Alter Casing Fracture Treat Reclamation Well Integrity

O Subsequent Report CasingRepair New Construction Recomplete Other

Change Plans Plug and Abandon Temporarily Abandon

O Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13. Describe Pmposed or Completed Operations (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof
If the proposal is to deepen directionally or recornplete horizonla11y, give subsurface locations and meamred and tme vertical depths of aR pertinent markers and zones
Attach the Bond under which he work will be perfumed or provide he Bond Na on file with BLM/BIA. Required subsequent reports shall be filed within 30 days
Following coinpletion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shan be filed once
Testing has been completed. Final Abandonment Notices shan be filed only after all requirements, including reclamation, have been completed, and the operator has
determined that the sig is ready for final inspection.)

QEP Uinta Basin, Inc. proposes to modify the casing, cementing program and BOP from what was originally approved.
In order to better protect against potential lost circulation and due to the limited height of the rig substructure 2 BOP's need
to be used. Please refer to revised 8-point plan, cement and BOP.

PLEASE REPLACE THE SUNDRY FILED ON NOVEMBER 16, 2006,WITH THIS ONE.

14. I hereby certify that the foregoing is true and correct
Name(Printed/Typed) Title

n

De e e

4Aff2aris

)| THISSPAGEFO 90SIIIIAL4487ATE
Approved ý Tit Date

Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify SS ISÑ¾ A
that the applicant holds legal or equitable title to those rights in the subject lease which would
entitle the applicant to conduct operationsthereon. / %

T , ctitious or

fraudulentstatementsor representations as to any matterwithin itsjurisdiction.

(Instructionsonreverse DEC07 2006 CONROENTuL
DN.0FOlL,GAS&



ONSHORE OIL & GAS ORDER NO. 1
QEP UINTA BASIN, INC.
GB lM-4-8-22

DRILLING PROGRAM

ONSHORE OIL & GAS ORDER NO. 1
Approval of Operations on Onshore

Federal Oil and Gas Leases

All lease and/or unit operations will be conducted in such a manner that full compliance is made
with applicable laws, regulations (43 CFR 3100), Onshore Oil and Gas No. 1, and the approved
plan of operations. The operator is fully responsible for the actions of his subcontractors. A copy
of these conditions will be furnished the field representative to insure compliance.

1. Formation Tops

The estimated tops of important geologic markers are as follows:

Formation Depth
Uinta Surface
Green River 3,260'
Wasatch 6,560'
Mesaverde 9,295'
Sego 11,650'
Castlegate 11,895'
Blackhawk 12,375'
Mancos Shale 12,775'
Mancos B 13,125'
Frontier 15,900'
TD 16,700'

2. Anticipated Depths of Oil Gas Water and Other Mineral Bearing Zones

The estimated depths at which the top and bottom of the anticipated water, oil, gas. Or
other mineral bearing formations are expected to be encountered are as follows:

Substance Formation Depth
Gas Wasatch 6,965'
Gas Mesaverde 9,835'
Gas Blackhawk 13,035'
Gas Mancos Shale 13,475
Gas Mancos B 14,060'

All fresh water and prospectively valuable minerals encountered during drilling, will be
recorded by depth and adequately protected. All oil and gas shows will be tested to
determine commercial potential.

All water shows and water-bearing sands will be reported to the BLM in Vernal, Utah.
Copies of State of Utah form OGC-8-X are acceptable. If flows are detected, samples



ONSHORE OIL & GAS ORDER NO. 1
QEP UINTA BASIN, INC.
GB 1M-4-8-22

DRILLING PROGRAM

be submitted to the BLM along with any water analyses conducted. Fresh water will be
obtained from Wonsits Valley water right # A36125 (which was filed on May 7, 1964,) or
Red Wash water right # 49-2153 (which was filed on March 25, 1960). It was determined
by the Fish and Wildlife Service that any water right number filed before1989 is not
depleting to the Upper Colorado River System, to supply fresh water for drilling purposes.
All water resulting from drilling operations will be disposed of at Red Wash Central
Battery Disposal Site; SWSE, Section 27, T7S, R23E or Wonsits Valley Disposal Site;
SWNW, Section 12, T8S, R21E.

3. Operator's Specification for Pressure Control Equipment:

A. 13-5/8" 5000 psi double gate, 5,000 psi annular BOP (schematic included) from
surface hole to 9-5/8" casing point.

B. 11" 10,000 psi double gate, 10,000 psi single gate, 10,000 psi annular BOP
(schematic included) from 9-5/8" casing point to total depth.

C. Functional test daily

D. All casing strings shall be pressure tested (0.2psi/foot or 1500 psi, whichever is
greater) prior to drilling the plug after cementing; test pressure shall not exceed the
internal yield pressure of the casing.

E. Ram type preventers and associated equipment shall be tested to approved stack
working pressure if isolated by test plug or to 50 percent of internal yield pressure of
casing whichever is less. BOP and related equipment shall meet the minimum
requirements of Onshore Oil and Gas Order No. 2 for equipment and testing
requirements, procedures, etc..., for a 10M system and individual components shall
be operable as designed.

4. Casing Design:

Hole Csg. Top Bottom Wt. Grade Thread Cond.
Size Size (MD) (MD)

26" 20" sfc 40-60' Steel Cond. None Used
17-1/2" 13-3/8 sfc 500' 54.5 K-55 STC New

12-1/4" 9-5/8" sfc 6700' 47 HCP-110 LTC



ONSHORE OIL & GAS ORDER NO. 1
QEP UINTA BASIN, INC.
GB 1M-4-8-22

DRILLING PROGRAM

8-1/2" 7" 6000' 9000' 26 HCP-110 LTC New

8-1/2" 7" 9000' 12,000' 29* HCP-110 LTC New
SDrift

6-1/8" 4-1/2" sfc 13,700' 15.1 P-110 LTC New

6-1/8" 4-1/2" 13,700' 16,700' 15.1 Q-125 LTC New

Casing Strengths: Collapse Burst Tensile
(minimum)

13-3/8" 54.5 lb. K-55 STC 1,130 psi 2,730 psi 547,000 lb.

9-5/8" 47 lb. HCP-110 LTC 7,100 psi 9,440 psi 1,213,000 lb.

7" 26 lb. HCP-110 LTC 7,800 psi 9,950 psi 693,000 lb.

7" 29 lb.* HCP-110 LTC 9,200 psi 11,220 psi 797,000 lb.

4-1/2" 15.1 lb. P-110 LTC 14,350 psi 14,420 psi 406,000 lb.

4-1/2" 15.1 lb. Q-125 LTC 15,840 psi 16,380 psi 438,000 lb.
* Special Drift

MINIMUM DESIGN FACTORS:

COLLAPSE: 1.125
BURST: 1.10
TENSION: 1.80

Area Fracture Gradient: 0.9 psi/foot
Maximum anticipated mud weight: 15.4 ppg
Maximum surface treating pressure: 12,500 psi

5. Auxiliary Equipment

A. Kelly Cock - yes

B. Float at the bit - no

C. Monitoring equipment on the mud system - visually and/or PVT/Flow Show

D. Full opening safety valve on the rig floor -



ONSHORE OIL & GAS ORDER NO. 1
QEP UINTA BASIN, INC.
GB 1M-4-8-22

DRILLING PROGRAM

E. Rotating Head - yes
If drilling with air the following will be used:

F. The blooie line shall be at least 6" in diameter and extend at least 100' from the
well bore into the reserve/blooie pit.

G. Blooie line ignition shall be provided by a continuous pilot (ignited when drilling
below 500').

H. Compressor shall be tied directly to the blooie line through a manifold.

I. A mister with a continuous stream of water shall be installed near the end of the
blooie lines for dust suppression.

Surface hole will be drilled with air, air/mist, foam, or mud depending on hole conditions.
Drilling below surface casing will be with water based drilling fluids consisting primarily
of fresh water, bentonite, lignite, caustic, lime, soda ash and polymers. No chromates will
be used. It is not intended to use oil in the mud, however, in the event it is used, oil
concentration will be less than 4% by volume. Maximum anticipated mud weight is 15.4
ppg.

No minimum quantity of weight material will be required to be kept on location.

PVT/Flow Show will be used from base of surface casing to TD.

Gas detector will be used from surface casing depth to TD.

6. Testing, loggine and corine program

A. Cores - none anticipated

B. DST - none anticipated

C. Logging - Mud logging - 4500' to TD
GR-SP-Induction, Neutron Density, FMI

D. Formation and Completion Interval: Mancos interval, final determination of
completion will be made by analysis of logs.
Stimulation - Stimulation will be designed for the particular area of interest as
encountered.

7. Cementing Program

20" Conductor:
Cement to surface with construction



ONSHORE OIL & GAS ORDER NO. 1
QEP UINTA BASIN, INC.
GB 1M-4-8-22

DRILLING PROGRAM

13-3/8" Surface Casing: sfc - 500' (MD)
Slurry: 0' - 500'. 610 sxs (731 cu ft) Premium cement + 0.25 lbs/sk Flocele + 2% CaCl2
Slurry wt: 15.6 ppg, slurry yield: 1.20 ft*/sx, slurry volume: 17-1/2" hole + 100% excess.

9-5/8" Intermediate Casing: sfc - 6700' (MD)
Lead Slurry: 0' - 6,450'. 1374 sks (4040 cu ft) Rockies LT cement + 0.25 lb/sk Flocele.
Slurry wt: 11.5 ppg, Slurry yield: 2.94 ft3/sk, Slurry volume: 12-1/4" hole + 100% excess.
Tail Slurry: 6,450' - 6,700'. 80 sks (157 cu ft) Rockies LT cement + 0.25 lb/sk Flocele.
Slurry wt: 13.0 ppg, Slurry yield: 1.99 ft3/sk, Slurry volume: 12-1/4" hole + 100% excess.

7" Intermediate Casing: 6000 - 12,000' (MD)
Foamed Lead Slurry 2: 6,000' - 11,500'. 540 sks (1046 cu ft) 50/50 Poz Premium + 5
lb/sk silicalite compacted light weight additive + 20% SSA-1 additive + 0.3% FDP-C766-
05 fluid loss + 0.2% Versaset thixotropic additive + 1.5% Zonesealant 2000 foamer.
Slurry wt: 14.3 ppg, foamed 11.5 ppg, Slurry yield: 1.48 ft3/sk, Slurry yield foamed: 1.96
ft3/sk, Slurry volume: 8-1/2" hole + 50% excess.
Tail Slurry: 11,500' - 12,000'. 42 sks (70cu ft) of 50/50 Poz Premium + 5 lb/sk
silicalite compacted light weight additive + 20% SSA-1 additive + 0.3% FDP-C766-05
fluid loss + 0.2% Versaset thixotropic additive. Slurry wt: 14.3 ppg, Slurry yield: 1.48
ft3/sk,Slurry volume: 8-1/2" hole + 50% excess.
Top Out Cement: 75 sks (117 cu ft) Premium cement + 10 lb/sk gilsonite + 12% Cal-
Seal 60 + 3% CaCl2•

4-1/2" Production Casing: sfc - 16,700' (MD)
Lead/Tail Slurry: 6,500 - 16,700'. 995 sks (1630 cu ft) Premium Cement + 0.5% HR-12
retarder + 35% SSA-1 + 0.2% Suspend HT + 0.4% Halad(R)-344 fluid loss + 0.3%
Halad(R)-413 fluid loss + 0.4% Super CBL gas migration + 0.2% HR-25 retarder. Slurry
wt: 15.25 ppg, Slurry yield: 1.64 ft3/sk, Slurry volume: 6-1/8" hole + 25% in open hole
section.

*Final cement volumes to be calculated from caliper log with an attempt to be made to
circulate cement to the surface on the intermediate string and 5,000' on the production
string. A bond log will be run across the zone of interest and across zones as required by
the authorized officer to insure protection of natural resources.

8. Anticipated Abnormal Pressures and Temperatures, Other Potential Hazards

No abnormal temperatures or pressures are anticipated. No H2S has been encountered in
or known to exist from previous wells drilled to similar depths in the general area.
Maximum anticipated bottom hole pressure equals approximately 13,400 psi. Maximum
anticipated bottom hole temperature is 320°



ONSHORE OIL & GAS ORDER NO. 1
QEP UINTA BASIN, INC.
GB 1M-4-8-22

DRILLING PROGRAM

Flowline
13 5/8" Rotating Head

13 5/8"5M Spacer Spool

13 5/8"SMAnnular

13 5/8" 5M DoubleRam

2" l<illLine 3" Choke Line

2" 5M 2" GM 2" SM 3" SM 3" 5M
G.L. Check Manual Manual i

13 5/8"5M x SM Spacer Spool

13 3/8" 5M Casing Head
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ONSHORE OIL & GAS ORDER NO. 1
QEP UINTA BASIN, INC.
GB 1M-4-8-22

DRILLING PROGRAM

Purpose:

The stack arrangementwiththe 7" liner hanger allowsan 11" stack to fit in the
sub of Ensign 24 and True32. This arrangement requires using a 5000 psi 13-
6Æ doublegate stack untilthe 95/8" is set. Afterthe 9-5Æ°casing is set, a
spacer spool is nippleddownand an 1&6Æ°6000 psi x 13-SÆ"10,000 psi "B"
section is nippled up. The 11" 10K stack is nippled up on top ofthe "B"
section.

BOP Requirements:

q ir

11" Rotating Head

11" 5M Spacer Spool

11" 10MAnnular

11" 10MDouble Ram

11" 10MMudCross

2" kill Lina 3" Choke Line

11" 10MSingle Ram

G.L
Mat Board Mat Board

13-5/8"5Mx 11" 10MMult-Bowl"B" Eect

13-5/8" SM "A"Section

13-3/8" 54.5# K55 Casing
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GB 1M-4-8-22

20" Conductor CSA 40-60'

<- AIR Drilled

3-3/8" 54.5# K-55 CSA 500'

Green River @3260'
Light KCL - Gel System
for inhibition

7" Ilner top 500' above 9-5/8" casing shoe

Wasatch @6560' 9-5/8" 47# HCP-110 CSA 6700'

Mud: Fresh Water - DAP & Polymer System
for Inhibition

Mesaverde @9295'

Sego @11,650'

Castlegate @ 11,895' Shoe should be through the Castlegate

Blackhawk @ 12,375' 7" 26# &29#special Driftfor 6-1/8"
HCP-110 CSA 12,000' +/- (case off Castlegate)

Mancos Shale @ 12,775'

Mancos "B" @ 13,125'

4- Mud - fresh water gel and polymer

Frontler @ 15,900'

4-1/2" 15.1 # HCP-110 & 0-125
CSA



State of Utah OPERATORACCT. No. N-2460

Divisionof Oil, Gas and Mining OPERATOR: QEP Uinta Basin, Inc.
ADDRESS: 11002 East 17500 South

ENTITY ACTION FORM - FORM 6 Vernal, Utah 84078-8526 (435)781-4300

Ãction Current New Entity API Number Well Name QQ SC TP RG County Spud Date Effective Date

Code Entity No.
No.

99999 43-047-35462 GB 1M4 8 22 NENE 4 8S 22E Uintah 1/01/07

WELL 1 COMMENTS: CONFllENTIAL
WELL 2 COMMENTS:

WELL 3 COMMENTS:

WELL 4 COMMENTS: ogOF0 GAS "

WELL 5 COMMENTS:

ACTION CODES (See instructions on back of form)
A - Establish new entity for new well (single well only) I
B - Add new well to existing entity (groupor unitwell)
C - Re-assign well from one existing entityto another existing entity Signature
D - Re-assign well from one existing entity to a new entity
E - Other (explain in comments section) OfficeAdministrator il 1/4/07

Title Date

NOTE: Use COMMENT sectionto explain why each Action Code was selected
Phone No. (4351781-4342

(3/89)



Form 3160-5 UNITED STATES FORM APPROVED

('""*.'"O DEPARTMENT OF THE INTERIOR
BudgetBureauNo.1004-0135

BUREAU OF LAND MANAGEMENT Expos MarcM1, IW3

5. Lease Designation and SerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-o2510A

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir
Use "APPLICATION FOR PERMIT--" for such proposals & IfIndian,AllotteeorTribeName

N/A

SUBMIT IN TRIPLICA TE I KUsa or CA, Agreemot Designation

L Type of Well WHITE RIVER UNIT
Oil Gas

O "" U - O -- 8. WelINameandNo.

GB1M4822
1 NameofOperator

QEP, UINTA BASIN, INC. 9. API Well No.

Address and TelephoneNo. COntact: Dahn.Caldwell@questar.com 43-047-35462

11002 E. 17500 S. VERNAL, UT 84078-8526 435-781-4342 Fax 435-781-4357 10. Field and Pool, or Explomtory Area

4 location of Weß (Footage, Sec., T, R., M., or Survey Description) WHITE RIVER

1139' FNL, 469' FEL (LOT 8), SEC 4-T8S-R22E, NENE H. CountyorParish,State

UINTAH

" CHECK APPROPRIATE B 3X(s) TO INDICATE NATURE OF NOTICE, REPORT, 3R OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O NoticeofIntent O Abandonment Chqu

O Recompletion New Constmction

SubsequentRM Pl Non-RoutineFracturing

O Final Abandonment Notice Alag Casing Conversion to Injection

Other SPUD **

(Note) Report resuhs of multiple completion on Well
Completion orRecompletion Reg and Log form.)

13 Describe Proposed or Completed Operations (Cleady state all pertinent details, and give pertinent dates, including esdmaled date ofstartingany proposed work If well is directionally drilled,
give subsurface locations and measured and tme vertical depths for all matkels andzones pertinent to this work)

On 1/01/07 - Drilled 60' of 26" conductor hole. Set 60' of 20" conductor pipe. Omtd w/ Ready Mix.

3-BLM,2-UtabOG&M,1-Denver,1-file Wordfile-server RECEIVED
JANO8 2007

I I II i
14. I hereby certify that the foregoing is tme and

sign.c' Dahn F. Caldwell ffice Administator II "" ÜÔ
(Illis space for Federal or State office use)

Approved by: Tble Date

Conditions of appoval, if any

Title 18 U.S.C.Section1001, makes it a crime for any person knowingly and willfully to make to any departmentor agencyofthe United Statesany false,fictitiousor fraudulent statementsor
representations as to any matterwithin its



UNITED STATES en
DEPARTMENT OF THli INTERIOR o o iso e

BUREAU OF LAND MANAGEMENT Erran un n <a

WELL CO.MPLETION OR RECOMPLETION REPORT AND LOG * "^*D "^^3:

UTE 02510A

7 LNil AGREE:MEVI

06- WillTI RIVER UNIT
: Nance:U;erder b E3RMORil \¾LNAMF

EP L INT.\ B \SIN INC
GB \ M-4-8-22

½ PhoneNo twar.a sea,.alet 4 APlüELLtu

1571 I 1700 S VERNAL UT 84078 (303) 308-3068 43-047-35462

White Riter
Lot 8 I 139° FNL x 469 I EL SECTION 4-TSS-R22E it sec i.e.st os in.ticx x>.: st ativ

UR AREA 4 TSS R22E

M nip prod intenal iep ned below
12 COUNTY OR PARISil I 1 SEAl E

usuaers - UINTAH UTAH
H DaleSpudded 15 Date lD Rea hed in DaleCompleted u2107 17 ELE\AllONStDF RKB.RT,GR.ek t

Xrx a Reaas le e,oa
lA 2007 1 21 2007

18 rota1Derdi N1D 2V
IV. Plug back lU NU)

20 Depth Bulyc Plug Set N1D

TUD TVD TYD

Type i lecific & Ollier LugN Run (NLihmit a copy of Cacil) 22 was wvil cored No Yes ¿Sohnut analous

nunc We DST ma ' %o Yes (Subnut reponi

DireenonalSurrey' No YestSubmittopv:

2 Casing and Liner Record (Report all strings set in well)
No ofSLs & Typeof

Hole size Size Grade Wi (x ti i Top iMDi BoltomtMD) Mage Gementer Depth
Cement

Stuny Vol IBbb femeni Top* Amount Pulled

17-1/2" 13-3/8" 54.5 surface 529' 400 sx Class G surface

s
LiblOg RCCtc

h Sct 4101 Packer DepúnMD) Sae Depth Sen MDI Paker DeptluMD) $Ue Depi Set OtDi Paker Depe (MDi

2 Producing Intenah :t Perforallon Record
formanon Top Honom Perforated lateral Sare No ofHales Perf Status

Ai

D)

7 Acidfracture Treatment. Cement Squeeze. I tc

Ilepth Interial Amount and Tvpe of Malellal

:s Producuon- inters al A
Date i ust Tes! Date liours Tested I est Ud Obi has MCF Water 00 Grasit3 Gas Granat) Production MelhaJ

Prodwed Productaan Bbi Cair AP1

Choke Size I by Pren (sy Press 24 Hr Rate On BM Gas MCF Water Ga Od Rano Well Status

flwy Bbl

S1

2xa Production- Interial B
e Fi i l es: Date llous Tested l est Ud Bbl Gas MCF ter o I ratus Gas Grasa) Predwt.on MethoJ HECH VE 3

Chäckre Ibs Pien Cas Press HRe 00BW GasMO Watei Das udRatm Wellhistus ' JAN2 4 ZUut
navy Sh[

,.s,,,,,,,
DIVOFOlL,GAS&



:sh ProJuction- Interval C
Date hrs! I en Date licum Teated Tesi Ud Bbl Gas NK F Water t.nl Grau:y Gas Grauls Produchon \felhed

Prodused Produ ton abi con API

t beke Nate I by :'rew Us; l'ten 24 lb Rate hi Bbl Gas M Mater Gas 00 kano Wd] Suus

iIwy Bbl
si

:s Production- Intenal D
t.o i<>:eo iem a ht:i ( as MCI Mater thI Graun Gas Glasus Produenon iki

i n Juud Produenan 13l:I Ceu APl

th Le Sae 1bg Press t sg Islen 24 lb Rate hl libl Das M(1 Water G.a Gil Rabo nell Nr.nus
Hwy Obl
si

29 Disposition of Gas (50/1 used jor juel. vented etc j

30 Summary of Porous Zones (include Aquifers) 31 Earmation (Log).Markets

Show all imponant rancs of pelosit, and contents thereof Cored mteis als and all ifull-stem tests, meludmg depth
imenal tesied cushwn used, time tool open. Ilowmg and shui in pressures and recomenes

formation Top Bottom Descriptions Contems, Etc Name
Measured Depth

32 AJJitional remarks (include p ugging procedure)

Developed hole in surface casing. P&A'd this wellbore; will skid rig on location.

33 InJicate which items have been attached by placmg a check in the appropriate boxes.

I ettura) Alethanical 1.ogs i1 full wel requaed: Geolegg Repen DST Report WMm

Sundry Nante for plugmy and cement reaficanon Cole Analvsis

LI i li¢Ieby ec11If\ tilat lik' Ínft'going and allached Inforillallon is coillpl<lc atld ColicCI as det¢muned fium all Hiadabic records (see atladled insinicilens)'

Nametpicase punti Debrals Title Supermisor.RegulatoivAIT;nts

Signatute Date 22-Jan4Ô

Title IN ES ( %ecti o ivul and title 43 USL Section 1212, make at astime f.» any persa ingh suid udltulty w make to any Jepaliment or agener of the l mied States are false. fotstwusal fraudulert

shtemenn or lepicsentancia as 10 alp matter withm tieunsdation

¡Eoim Mov-4 pa



Form316o-s UNITED STATES g a e FORMAPPROVED
(^P'il2°°4 DEPARTMENT OF THE INTERIOR ' i OMBNo 1004-0137

BUREAU OF LAND MANAGEMENT Expires: March 31, 2007

5. Lease Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS UTU 02510A

Do not use this form for proposals to drill or to re-enter an 6. If Indian, Allottee, or Tribe Name
abandoned well. (Ise Form 3160-3 (APD) for such proposals. n/a

SUBMIT IN TRIPLICATE - Other Instructions on reverse sidO. 7. If Unit or CA. Agreement Name and/or No.

1. Type of Well White River Unit

Oil well Gas well other 8. Well Name and No.

2. Name of Operator GB 1M-4-8-22
QEP UINTA BASIN, INC. 9. API Well No.

3a. Address b. Phone No. (include area code)

1571 E 1700 S 43-047-35462303-308-3068
VERNAL UT 84078 10. Field and Pool, or Exploratory Area

4. Locationof Well (Footage, Sec., T, R, M, or Survey Description) Lat. 40.157617 White River
1139 469' I1. County or Parish, State

Lot 8 4 TSS R22E Long. 109.437219
FNL FEL UINTAH UTAH

12. CHECK APPROPRIATE BOX(S) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/ Resume) Water Shut-off

Altering Casing Fracture Treat Reclamation Well Integrity

Subsequent Report Casing Repair New Construction Recomplete Other

Change Plans Plug and abandon Temporarily Abandon

Final Abandonment Notice Convert to Injection Plug back Water Disposal

13 Describe Proposed or Completed Operation (clearly state all pertinent details including estimated starting date of any proposed work and approximate duration thereof.
If the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true venical depths or pertinent markers and sands.
Attach the Bond under which the work will performed or provide the Bond No. on file with the BLM/ BIA. Required subsequent reports shall be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once
testing has been completed. Final Abandonment Notice shall be filed only aller all requirements, including reclamantion, have been completed, and the operator has
determined that the site is ready for final inspection.)

THIS SUNDRY IS BEING SUBMITTED TO DOCUMENT A TELEPHONE CONVERSATION OF JANUARY 21, 2007
BETWEEN JIM ASHLEY OF YOUR OFFICE AND JIM DAVIDSON, CHIEF DRILLING ENGINEER FOR QUESTAR.
QUESTAR SPUD THIS WELL 1/5/07. QUESTAR FINISHED DRILLING THE SURFACE HOLE AND HAD SET
SURFACE PIPE WHEN A HOLE DEVELOPED IN THE SURFACE CASING. THIS WILL NECESSITATE MOVING
THE SURFACE HOLE FOR THIS WELL APPROXIMATELY 10-15 FEET SOUTH/SOUTHWEST OF THE CURRENT
LOCATION AND REDRILLING THE WELL.
THE 13-3/8", 54.5#, K-55 SURFACE CASING WAS CEMENTED WITH 400 SACKS NEAT CLASS "G" CEMENT
SET AT 529' BACK TO SURFACE.
Please contact Debbie Stanberry at 303-308-3068 with questions or if you need additional information. RECEIVED

JAN2 4 2007
DIVOFOIL,GAS&MINING

14. I hereby certify that the for ing is true and correct.
Name (Printed 7)ped)

Title
Debra K. Stanbeny Supervisor, Regulatory Affairs

Signatur Date
January 22. 2007

THIS SPACE F ERAL OR STATE OFFICE USE

Approved by Title Date
Conditions of approval, if any are attached Approval of this notice does not warrant or
cedify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 AND Títle 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make any depanment or agency of the United
States any false, fictitiousor fraudulent statements or representations as to any matter within its ¡urisdiction.

(Instructions on page



FORMAPPROVED

Form 31604
OMB NO.1040-0136

(July1992) UNITED STATES e rytyniduán •
Expires:February28,1995

DEPARTMENT OF THE INTERIOR LEASE DESIGNATION AND SERIAL NO.

BUREAU OF LAND MANAGEMENT AU62 i EU UTu o261°^
6. IF INDIAN, ALLOTTEE OR TRIBE NAME

APPLICATION FOR PERMIT TO DRILL OR DEEPEN NIA

TYPE OF WORK 7. UNIT AGREEMENT NAME

DRILL O DEEPEN O WHITE RIVERUNIT

TYPE OF WELL 8. FARM OR LEASE NAME, WELL NO.

O O SINGLE MULTIPLE
O

OILWELL GAS WELL OTHER ZONE ZONE GB 1M-4-8-22

2. NAME OF OPERATOR Contact: Jan Nelson 9.A I UMBER: .......

QEP UINTA BASIN, INC. E-Mail: jan.nelson@questar.com

3. ADDRESS Telphone number 10. FIELD AND POOL, OR WILDCAT

11002 E. 17500 S. Vernal, Ut 84078 Phone 435-781-4331 Fax 435-781-4323 WHITERIVER

4. LOCATIONOF WELL (Report location clearly and in accordance with and State requirements*) 11. SEC.,T, R, M, OR BLK & SURVEY OR AREA

At Surface 1139' FNL 469' FEL (LOT 8) SECTION4, T8S, R22E

At proposed production zone SEC. 4 , TSS, R22E Mer SLB

14. DISTANCE INMILESFROMNEARESTTOWN OR POSTOFFICE* 12. COUNTY OR PARISH 13. STATE

34 + / - SOUTHEASTOF VERNAL, UTAH Uintah UT

15. DISTANCE FROMPROPOSED LOCATION TO NEAREST 16.NO.OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED TO THIS WELL

PROPERTY OR LEASE LINE, FT.
(also to nearest drig,unit ilne if any) 907.83 40

469' + I -

18.DISTANCE FROM PROPOSED location to nearest well, drilling, 19. PROPOSED DEPTH 20. BLMlBIA Bond No. on file

completed, applied for, on this lease, ft 16,700'
ESB000024

1500' +I-

21. ELEVATIONS (Show whether DF, RT, GR, ect.) 22. DATE WORK WILL START 23. Estimated duration

5168.3'GR ASAP 75days

24. Attachments

The following,completed in accordance with the requirments of Onshore Oil and Gas Order No. 1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an exisiting bond on file (see

2. A DrillingPlan Item 20 above).

3. A sulface Use Plan ( if location is on National Forest System Lands· 5. Operator certification.

the SUPO shall be filed with the appropriate Forest Service Office) 6. Such other site specific information and/or plans as may be required by the

authorized officer.

SIGNED r Name (printedItyped) Jan Nelson ggTE 8-17-06

Utah Division of
TITLE Regulatory Affairs it, 0;s end Mininq

(This space for Federal or State office use) FORRECORDONLY
PERMIT NO. APPROVAL DATE

Appilantion approval does not warrant or certify the applicant holds any legal or equitable title to those rights in the sub oct lease which would entitle the applicant to conduct operallons thereon

CONDITIONS OF APPROVAL, IF ANY:

ASeistant FieldManager
TITLE DATE Û•Ÿd

APPROVED BY LT.^ &U"cd "oww ws ....... ,ce...on a.v•rs••ia•

Itle is U.S.C Section 1001, makes It a crime forany person knowingly and willfully to make to any department or agency of the

United States any false, fictitious of fraudulent statements or representations as to any mater within its jurisdiction

RECEIVED

NOTICEOF APPROVAL °"°'°IL, GAS&MINING

->><an CCEDITIONSOFAPPECVAL



UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

VERNAL FIELD OFFICE
170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: QEP Uintah Basin, Inc. Location: NWNW, Sec 17, T10S, R17E
Well No: GB 1M-4-8-22 Lease No: UTU-75082
API No: 43-047- 35462 Agreement: Wilkin Ridge (Deep) Unit

Petroleum Engineer: Matt Baker Office: 435-781-4490 Cell: 435-828-4470

Petroleum Engineer: Michael Lee Office: 435-781-4432 Cell: 435-828-7875

Petroleum Engineer: Jim Ashley Office: 435-781-4470 Cell: 435-828-7874

Supervisory Petroleum Technician: Jamie Sparger Office: 435-781-4502 Cell: 435-828-3913

Environmental Scientist: Paul Buhler Office: 435-78 1-4475 Cell: 435-828-4029

Environmental Scientist: Karl Wright Office: 435-781-4484

Natural Resource Specialist: Holly Villa Office: 435-781-4404

Natural Resource Specialist: Melissa Hawk Office: 435-781-4476

Natural Resource Specialist: Scott Ackerman Office: 435-781-4437

After Hours Contact Number: 435-781-4513 Fax: 435-781-4410

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with

the applicable laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill
including Surface and Downhole Conditions of Approval. The operator is considered fully responsible
for the actions of his subcontractors. A copy of the approved APD must be on location during
construction, drilling, and completion operations. This permit is approved for a one-year period. An
additional year extension may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

Location Construction - Forty-Eight (48) hours prior to construction of location and access roads.

(Notify Karl Wright)

Location Completion - Prior to moving on the drilling rig.
(Notify Karl Wright)

Spud Notice - Twenty-Four (24) hours prior to spudding the well.
(Notify Petroleum Engineer)

Casing String & Cementing - Twenty-Four (24) hours prior to running casing and cementing all casing

(Notify Jamie Sparger) strings.

BOP & Related Equipment Tests - Twenty-Four (24) hours prior to initiating pressure tests.
(Notify Jamie Sparger)

First Production Notice - Within Five (5) business days after new well begins or production
(Notify Petroleum Engineer) resumes after well has been off production for more than ninety (90)



COAs: Page 2 of 6
Well: GB 1M-4-8-22

SURFACE USE PROGRAM
CONDITIONS OF APPROVAL (COAs)

1. The buried pipeline exception request has been received. It has been determined that the pipeline
route has bedrock exposed at the surface. The exception is granted for a surface



COAs: Page 3 of 6
Well: GB 1M-4-8-22

DOWNHOLE CONDITIONS OF APPROVAL

All provisions outlined in Onshore Oil & Gas Order #2 Drilling Operations shall be strictly
adhered to. The following items are emphasized:

SITE SPECIFIC DOWNHOLE CONDITIONS OF APPROVAL
1. An approved Sundry Notice is required before adding any oil to the drilling mud.

2. A formation integrity test shall be performed at the surface casing shoe and intermediate casing
shoe.

3. A Cement Bond Log (CBL) shall be run in the production casing from the TD to the top of
cement. A field copy of the CBL shall be submitted to the BLM Vernal Field Office for review.

DRILLINGICOMPLETION/PRODUCING OPERATING STANDARDS
1. There shall be no deviation from the proposed drilling, completion, and/or workover program as

approved. Safe drilling and operating practices must be observed. All wells, whether drilling,
producing, suspended, or abandoned, shall be identified in accordance with 43 CFR 3162.6.
There shall be a sign or marker with the name of the operator, lease serial number, well number,
and surveyed description of the well. Any changes in operation must have prior approval from
the BLM, Vernal Field Office Petroleum Engineers.

2. The spud date and time shall be reported orally to Vernal Field Office within 24 hours of
spudding.

3. Notify Vernal Field Office Supervisory Petroleum Engineering Technician at least 24 hours
in advance of casing cementing operations and BOPE & casing pressure tests.

4. Blowout prevention equipment (BOPE) shall remain in use until the well is completed or
abandoned. Closing unit controls shall remain unobstructed and readily accessible at all times.
Choke manifolds shall be located outside of the rig substructure.

All BOPE components shall be inspected daily and those inspections shall be recorded in the
daily drilling report. Components shall be operated and tested as required by Onshore Oil & Gas
Order No. 2 to insure good mechanical working order. All BOPE pressure tests shall be
performed by a test pump with a chart recorder and by the rig pumps. Test shall be
reported in the driller's log.

BOP drills shall be initially conducted by each drilling crew within 24 hours of drilling out from
under the surface casing and weekly thereafter as specified in Onshore Oil & Gas Order No. 2.

Casing pressure tests are required before drilling out from under all casing strings set and
cemented in place.
No aggressivelfresh hard-banded drill pipe shall be used within



COAs: Page 4 of 6
Well: GB 1M-4-8-22

5. All shows of fresh water and minerals shall be reported and protected. A sample shall be taken

of any water flows and a water analysis furnished the BLM, Vernal Field Office. All oil and gas

shows shall be adequately tested for commercial possibilities, reported, and protected.

6. No location shall be constructed or moved, no well shall be plugged, and no drilling or workover

equipment shall be removed from a well to be placed in a suspended status without prior

approval of the BLM, Vernal Field Office. If operations are to be suspended for more than 30

days, prior approval of the BLM, Vernal Field Office shall be obtained and notification given

before resumption of operations.

7. Chronologic drilling progress reports shall be filed directly with the BLM, Vernal Field Office

on a weekly basis in sundry, letter format or e-mail to the Petroleum Engineers until the well is

completed.

Any change in the program shall be approved by the BLM, Vernal Field Office. "Sundry
Notices and Reports on Wells" (Form BLM 3160-5) shall be filed for all changes of plans and
other operations in accordance with 43 CFR 3162.3-2.

Emergency approval may be obtained orally, but such approval does not waive the written report

requirement. Any additional construction, reconstruction, or alterations of facilities, including
roads, gathering lines, batteries, etc., which will result in the disturbance of new ground, shall

require the filing of a suitable plan pursuant to Onshore Oil & Gas Order No. 1 of 43 CFR

3164.1 and prior approval by the BLM, Vernal Field Office.

In accordance with 43 CFR 3162.4-3, this well shall be reported on the "Monthly Report of

Operations" (Oil and Gas Operations Report ((OGOR)) starting with the month in which

operations commence and continue each month until the well is physically plugged and

abandoned. This report shall be filed in duplicate, directly with the Minerals Management

Service, P.O. Box 17110, Denver, Colorado 80217-0110, or call 1-800-525-7922 (303) 231-

3650 for reporting information.

8. Whether the well is completed as a dry hole or as a producer, "Well Completion and

Recompletion Report and Log" (BLM Form 3160-4) shall be submitted not later than 30 days

after completion of the well or after completion of operations being performed, in accordance

with 43 CFR 3162.4-1. Two copies of all logs run, core descriptions, and all other surveys or

data obtained and compiled during the drilling, workover, and/or completion operations, shall be

filed on BLM Form 3160-4. Submit with the well completion report a geologic report including,

at a minimum, formation tops, and a summary and conclusions. Also include deviation surveys,

sample descriptions, strip logs, core data, drill stem test data, and results of production tests if

performed. Samples (cuttings, fluid, and/or gas) shall be submitted only when requested by the

BLM, Vernal Field Office.

A cement bond log (CBL) will be run from the production casing shoe to the surface casing shoe

and shall be utilized to determine the bond quality for the production casing. Submit a field copy

of the CBL to this
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Well: GB 1M-4-8-22

Please submit an electronic copy of all other logs run on this well in LAS format to
UT_VN_Welllogs@BLM.gov. This submission will supersede the requirement for
submittal of paper logs to the BLM.

9. All off-lease storage, off-lease measurement, or commingling on-lease or off-lease shall have
prior written approval from the BLM, Vernal Field Office.

All measurement points shall be identified as point of sales or allocation for royalty
determination prior to the installation of facilities.

10. Oil and gas meters shall be calibrated in place prior to any deliveries. The Field Office
Petroleum Engineers will be provided with a date and time for the initial meter calibration and all
future meter proving schedules. A copy of the meter calibration reports shall be submitted to the
BLM, Vernal Field Office. All measurement facilities will conform to the API standards for
liquid hydrocarbons and the AGA standards for natural gas measurement.

11. A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be submitted
to the BLM, Vernal Field Office within 30 days öf installation or first production, whichever

occurs first. All site security regulations as specified in Onshore Oil & Gas Order No. 3 shall be
adhered to. All product lines entering and leaving hydrocarbon storage tanks will be effectively
sealed in accordance with Onshore Oil & Gas Order No. 3.

12. This APD is approved subject to the requirement that, should the well be successfully completed
for production, the BLM, Vernal Field office must be notified when it is placed in a producing
status. Such notification will be by written communication and must be received in this office by
not later than the fifth business day following the date on which the well is placed on production.
The notification shall provide, as a minimum, the following informational items:

a. Operator name, address, and telephone number.

b. Well name and number.

c. Well location (¼¼,Sec., Twn, Rng, and P.M.).

d. . Date well was placed in a producing status (date of first production for
which royalty will be paid).

e. The nature of the well's production, (i.e., crude oil, or crude oil and casing
head gas, or natural gas and entrained liquid hydrocarbons).

f. The Federal or Indian lease prefix and number on which the well is
located; otherwise the non-Federal or non-Indian land category, i.e., State
or private.

g. Unit agreement and / or participating area name and number, if applicable.

h. Communitization agreement number, if
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13. Any venting or flaring of gas shall be done in accordance with Notice to Lessees (NTL) 4A and
needs prior approval from Field Office Petroleum Engineers.

14. All undesirable events (fires, accidents, blowouts, spills, discharges) as specified in NTL 3A will
be reported to the BLM, Vernal Field Office. Major events as defined in NTL3A, shall be
reported verbally within 24 hours, followed by a written report within 15 days. "Other than
Major Events" will be reported in writing within 15 days. "Minor Events" will be reported on
the Monthly Report of Operations and Production

15. Pursuant to Onshore Oil & Gas Order No. 7, this is authorization for pit disposal of water
produced from this well for a period of 90 days from the date of initial production. A permanent
disposal method must be approved by this office and in operation prior to the end of this 90-day
period. In order to meet this deadline, an application for the proposed permanent disposal
method shall be submitted along with any necessary water analyses, as soon as possible, but no
later than 45 days after the date of first production. Any method of disposal which has not been
approved prior to the end of the authorized 90-day period will be considered as an Incident of
Noncompliance and will be grounds for issuing a shut-in order until an acceptable manner for
disposing of said water is provided and approved by this office.

16. Unless the plugging is to take place immediately upon receipt of oral approval, the Field Office
Petroleum Engineers must be notified at least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. If a well is suspended or
abandoned, all pits must be fenced immediately until they are backfilled. The "Subsequent
Report of Abandonment" (Form BLM 3160-5) must be submitted within 30 days after the actual
plugging of the well bore, showing location of plugs, amount of cement in each, and amount of
casing left in hole, and the current status of the surface



s rE P
2 d jŸ-'35ýØ., Daily Drilling Report Page 1 of 1

WELL: GB 1M-4-8-22 -g SIDETRACK: DATE: 1/5/2007
EVENT: DRILLING LOCATION: 4- 8-S 22-E 26 REPORT NO.: 01
UNIQUE NO.: UTO8695P34 COUNTY: UINTAH UTAH DFS/ DOL: 1.0 (days) / 1.0 (days)
TODAY'S DEPTH: 60 (ft) RIG NAME/NO: TRUE 32 AFE #: 28405 DAILYWELL COST: 20,803
PROGRESS: 0 (ft) ROT. HOURS: (hr) CUM. WELL COST: 20,803
TVD: 60 (ft) CUM ROT. HOURS:(hr) AFE AMOUNT: 5,658,650
FORMATION: UINTA MUD GAS DATA
PRESENT OPERATION: MOVE IN 3 D AIR RIG CONNECTION:

24 HR FORECAST: DRILL 17 1/2" SURFACE TRIP/DOWNTIME:

LITHOLOGY: SURFACE BACKGROUND:

CASING DRILLING DATA PERSONNEL
LAST CASING: (in) STRINGWT UP: SUPERVISOR: CHARLESCRUTH
DEPTH: (ft) STRING WT DN: ENGINEER: JIM DAVIDSON
NEXT BOP PRESS TEST: STRING WT RT: RIG FUEL
L.O.T. EMW: (ppg) TORQUE: FUEL USED: 0 (gal)

SURVEY DATA (LAST 4) GENERAL
DEPTH ANGLE AZIMUTH TVD N/S(-) E/W(-) V.S. DLS RIG PHONE NO: 1-307-320-5593

SPUD DATE/TIME: 1/5/2007 @15:30
RR DATE/TIME: @ :

BIT RECORD
BIT # SIZE TYPE TFA DEPTH CUM. CUM. ROP WOB MAX HHP DULL CONDITION SERIAL NO. MANUF.

OUT FTGE HOURS RPM I OBG R

I
OPERATIONS ( 06:00 TO 06:00 ) MUD DATA

FROM TO HRS PIUIT DETAILS MUD TYPE: MUD ENGINEER:
06:00 15:00 9.00 W/O 3-D AIR RIG DENSITY (INIOUT):/ ECD:
15:00 19:00 4.00 RIGUP 3 D AIR RIG GELS (10s/10m)f VISCOSITY:
19:00 06:00 11.00 SDFN PVlYP / HTHP @

API WL: LGS:

SAND: OIL:

MBT: LIME:
pH: Pm:
Pf: Mf:
Cl-: Ca+:
K+: ES:
CACL2: CARBONATE:
BICARBONATE: F.L. TEMP.:
WATER ADD: CHECK DEPTH:
TODAY'S COST: CUM. COST: 771.00
COMMENTS:

PUMP DATA
# 3trk.Len Liner Eff. gallstk Slow

(in) SPM| SPM
1 12.000
2 12.000
RATE: DP AV: (ft/min DC AV: (ft/min)

CURRENT BHA
DESCR. NO LENGTH OD ID

I I

I I

RECEIVED
FEBI 3 2007

DIV.OFOlL,GAS&MINING TOTAL LENGTH: 0

BHA HRS: MOTOR HRS:
ACCID ¯NT

JARS HRS: SHOCK SUB HRS:
TODAY:

i

Printed: 2/6/2007 3:25:11 PM



Questar E & P
Daily Drilling Report Page 1 of 1

WELL: GB 1M-4-8-22 -T SIDETRACK: DATE: 1/6/2007
EVENT: DRILLING LOCATION: 4- 8-S 22-E 26 REPORT NO.: 02
UNIQUE NO.: UTO8695P34 COUNTY: UINTAHUTAH DFS I DOL: 2.0 (days) / 2.0 (days)
TODAY'S DEPTH: 375 (ft) RIGNAME/NO: TRUE 32 AFE #: 28405 DAILYWELL COST: 20,803
PROGRESS: 315 (ft) ROT. HOURS: 9.0 (hr) CUM. WELL COST: 41,605
TVD: 375 (ft) CUM ROT. HOURS9.0 (hr) AFE AMOUNT: 5,658,650
FORMATION: UINTA MUD GAS DATA
PRESENT OPERATION: DRILLING 17 1/2" HOLE CONNECTION:

24 HR FORECAST: DRILLING SURFACE TRIPIDOWNTIME:

LITHOLOGY: SURFACE BACKGROUND:

CASING DRILLINGDATA PERSONNEL
LAST CASING: (in) STRING WT UP: SUPERVISOR: CHARLES CRUTH
DEPTH: (ft) STRING WT DN: ENGINEER: JIM DAVIDSON
NEXT BOP PRESS TEST: STRING WT RT: RIG FUEL
L.O.T. EMW: (ppg) TORQUE: FUEL USED: 0 (gal)

SURVEY DATA (LAST 4) GENERAL
DEPTH ANGLE AZIMUTH TVD NIS(-) E/W(-) V.S. DLS RIGPHONE NO: 1-307-320-5593

SPUD DATE/TIME: 1/5/2007 @15:30
RR DATETTIME: @ :

BIT RECORD
BIT # SIZE TYPE TFA DEPTH CUM. CUM. ROP WOB MAX HHP DULL CONDITION SERIAL NO. MANUF.

OUT FTGE HOURS RPM I OBG R

I I | |

OPERATIONS( 06:00 TO 06:00 ) MUD DATA
FROM TO HRS PIUIT DETAILS MUD TYPE: MUD ENGINEER:
06:00 08:00 2.00 SDFN DENSITY (INIOUT):/ ECD:
08:00 17:00 9.00 DRILLINGFROM 60' TO 375' 17 1/2" HOLE GELS (10s/10m)f VISCOSITY:
17:00 06:00 13.00 SDFN PVlYP / HTHP @

API WL: LGS:
SAND: OIL:
MBT: LIME:
pH: Pm:
Pf: Mf:
CI-: Ca+:
K+: ES:
CACL2: CARBONATE:
BICARBONATE: F.L. TEMP.:
WATER ADD: CHECK DEPTH:
TODAY'S COST: CUM. COST: 771.00
COMMENTS:

PUMP DATA
# Ltrk.Len Liner Eff. gallstk Slow

(in) SPM SPM|
1 12.000
2 12.000
RATE: DP AV: (ft/min DC AV: (ft/min)

CURRENT BHA
DESCR. NO LENGTH OD ID

I I

RECEIVED
FEBI 3 2007

DIV.0F0lL,GAS&MIMNG TOTALLENGTH:0

BHA HRS: MOTOR HRS:
ACCID ¯NT

JARS HRS: SHOCK SUB HRS:
TODAY:

Printed: 2/6/2007 3:25:21



Questar E & P
Daily Drilling Report Page 1 of 1

WELL: GB 1M-4-8-22 - SIDETRACK: DATE: 1/7/2007
EVENT: DRILLING LOCATION: 4- 8-S 22-E 26 REPORT NO.: 03
UNIQUE NO.: UTO8695P34 COUNTY: UINTAH UTAH DFS / DOL: 3.0 (days) / 3.0 (days)
TODAY'S DEPTH: 529 (ft) RIG NAMEINO: TRUE 32 AFE #: 28405 DAILYWELL COST: 20,803
PROGRESS: 154 (ft) ROT. HOURS: 10.0 (hr) CUM. WELL COST: 62,408
TVD: 529 (ft) CUM ROT. HOURS19.0 (hr) AFE AMOUNT: 5,658,650
FORMATION: UINTA MUD GAS DATA
PRESENT OPERATION: DRILLING AT 375', SURFACE CONNECTION:

24 HR FORECAST: TD SURFACE, RUN CSG, AND CMT TRIP/DOWNTIME:

LITHOLOGY: SURFACE BACKGROUND:

CASING DRILLINGDATA PERSONNEL
LAST CASING: (in) STRING WT UP: SUPERVISOR: CHARLES CRUTH
DEPTH: (ft) STRING WT DN: ENGINEER: JIM DAVIDSON
NEXT BOP PRESS TEST: STRING WT RT: RIG FUEL
L.O.T. EMW: (ppg) TORQUE: FUEL USED: 0 (gal)

SURVEY DATA (LAST4) GENERAL
DEPTH ANGLE AZIMUTH TVD N/S(-) E/W(-) V.S. DLS RIG PHONE NO: 1-307-320-5593

SPUD DATE/TIME: 1/5/2007 @15:30
RR DATE/TIME: @ :

BIT RECORD
BIT # SIZE TYPE TFA DEPTH CUM. CUM. ROP WOB MAX HHP DULL CONDITION SERIAL NO. MANUF.

OUT FTGE HOURS RPM I OBG R

OPERATIONS ( 06:00 TO 06:00 ) MUD DATA
FROM TO HRS PIUTT DETAILS MUD TYPE: MUD ENGINEER:
06:00 08:00 2.00 SDFN DENSITY (INIOUT):/ ECD:
08:00 18:00 10.00 DRILLING FROM 375 TO 540 GELS (10s/10m)f VISCOSITY:
18:00 19:00 1.00 TRIP OUT LDDP PVlYP / HTHP @
19:00 21:00 2.00 RUN AND SET 529' OF 13 3/8 CASING API WL: LGS:
21:00 00:00 3.00 CEMENT 13 3/8 CSG. BUMPED PLUG, FLOAT HELD. SAND: OIL:

RETURNED 38 BBL'STO PIT CEMENT STAYED AT SURFACE MBT: LIME:
00:00 06:00 6.00 SDFN pH: Pm:

Pf: Mf:
CI-: Ca+:
K+: ES:
CACL2: CARBONATE:
BICARBONATE: F.L. TEMP.:
WATER ADD: CHECK DEPTH:
TODAY'S COST: CUM. COST: 771.00
COMMENTS:

PUMP DATA
# 3trk.Len Liner Eff. gallstk Slow

(in) SPM SPM
1 12.000
2 12.000
RATE: DP AV: (ft/min DC AV: (ft/min)

CURRENT BHA
DESCR. NO LENGTH OD ID

RECEIVED
FEBI 3 2007

DIVOF0lL,GAS&MINING
TOTAL LENGTH: 0

BHA HRS: MOTOR HRS:
ACCID ¯NT

JARS HRS: SHOCK SUB HRS:
TODAY:

Printed: 2/6/2007 3:25:32



Questar E & P
Daily Drilling Report Page 1 of 1

WELL: GB 1M-4-8-22 -g SIDETRACK: DATE: 1/9/2007
EVENT: DRILLING LoCATION: 4- 8-S 22-E 26 REPORT NO.: P1
UNIQUE NO.: UTO8695P34 COUNTY: UINTAHUTAH DFSI DOL: 3.0 (days) / 4.0 (days)
TODAY'SDEPTH: 529 (ft) RIGNAMEINO: TRUE 32 AFE #: 28405 DAILYWELL COST:

PROGRESS: 0 (ft) ROT. HOURS: (hr) CUM. WELL COST: 62,408
TVD: (ft) CUM ROT. HOURS19.0 (hr) AFE AMOUNT: 5,658,650
FORMATION: UINTA MUD GAS DATA
PRESENT OPERATION: RIGGING DOWN MOVE RIG, 99% MOVED CONNECTION:

24 HR FORECAST: W/O DAYLIGHT TRIP/DOWNTIME:

LITHOLOGY: SURFACE BACKGROUND:

CASING DRILLING DATA PERSONNEL
LAST CASING: (in) STRING WT UP: SUPERVISOR: CHARLESCRUTH
DEPTH: (ft) STRING WT DN: ENGINEER: JIM DAVIDSON
NEXT BOP PRESS TEST: STRING WT RT: RIG FUEL
L.O.T. EMW: (ppg) TORQUE: FUEL USED: 0 (gal)

SURVEY DATA (LAST 4) GENERAL
DEPTH ANGLE AZIMUTH TVD N/S(-) E/W(-) V.S. DLS RIG PHONE NO: 1-307-320-5593

SPUD DATE/TIME: 1/5/2007 @15:30
RR DATE/TIME: @ :

BIT RECORD
BIT # SIZE TYPE : TFA DEPTH CUM. CUM. ROP WOB MAX HHP DULL CONDITION SERIAL NO. MANUF.

OUT FTGE HOURS RPM I OBG R

OPERATIONS( 06:00 TO 06:00 ) MUD DATA
FROM TO HRS P/UTT DETAILS MUD TYPE: MUD ENGINEER:
06:00 07:00 1.00 WlO DAYLIGHT DENSITY (INIOUT):/ ECD:
07:00 19:00 12.00 RIGGING DOWN AND MOVE RIG, 99% DOWN AND MOVED.* GELS (10s/10m)i VISCOSITY:

LOADS LEFT ON OLD LOCATION PVlYP / HTHP @
19:00 06:00 11.00 SDFN API WL: LGS:

SAND: OIL:

MBT: LIME:
pH: Pm:
Pf: Mf:
CI-: Ca+:
K+: ES:
CACL2: CARBONATE:
BICARBONATE: F.L. TEMP.:
WATER ADD: CHECK DEPTH:
TODAY'SCOST: CUM. COST: 771.00
COMMENTS:

PUMP DATA
# 3trk.Len Liner Eff. gallstk Slow

(in) SPM SPM|
1 12.000
2 12.000
RATE: DP AV: (ft/min DC AV: (ft/min)

CURRENT BHA
DESCR. NO LENGTH OD ID

RECEIVED
FEBi 3 2007

DIV.OFOIL,GAS&MlMNG TOTAL LENGTH: 0

BHA HRS: MOTOR HRS:
ACCID:NT JARS HRS: SHOCK SUB HRS:
TODAY:

Printed: 2/6/2007 3:25:42 PM



Questar E & P
Daily Drilling Report Page 1 of 1

WELL: GB 1M-4-8-22 -g SIDETRACK: DATE: 1/10/2007
EVENT: DRILLING LOCATION: 4- 8-S 22-E 26 REPORT NO.: P2
UNIQUE NO.: UTO8695P34 COUNTY: UINTAH UTAH DFS / DOL: 3.0 (days) / 5.0 (days)
TODAY'S DEPTH: 529 (ft) RIG NAMEINO: TRUE 32 AFE #: 28405 DAILYWELL COST:

PROGRESS: 0 (ft) ROT. HOURS: (hr) CUM. WELL COST: 62,408
TVD: (ft) CUM ROT. HOURS19.0 (hr) AFE AMOUNT: 5,658,650
FORMATION: UINTA MUD GAS DATA
PRESENTOPERATION:RIGGING UP , 50% CONNECTION:

24 HR FORECAST: FINISH RIGGING UP TRIP/DOWNTIME:

LITHOLOGY: SURFACE BACKGROUND:

CASING DRILLINGDATA PERSONNEL
LAST CASING: (in) STRING WT UP: SUPERVISOR: CHARLESCRUTH
DEPTH: (ft) STRING WT DN: ENGINEER: JIM DAVIDSON
NEXT BOP PRESS TEST: STRING WT RT: RIG FUEL
L.O.T. EMW: (ppg) TORQUE: FUEL USED: 0 (gal)

SURVEY DATA (LAST 4) GENERAL
DEPTH ANGLE AZIMUTH TVD NIS(-) E/W(-) V.S. DLS RIG PHONE NO: 1-307-320-5593

SPUD DATE/TIME: 1/5/2007 @15:30
RR DATETTIME: @ :

BIT RECORD
BIT # SIZE TYPE TFA DEPTH CUM, CUM. ROP WOB MAX HHP DULL CONDITION SERIAL NO. MANUF.

OUT FTGE HOURS RPM I OBG R

I
OPERATIONS ( 06:00 TO 06:00 ) MUD DATA

FROM TO HRS PIUTT DETAILS MUD TYPE: MUD ENGINEER:
06:00 07:00 1.00 SDFN DENSITY (INIOUT):/ ECD:
07:00 19:00 12.00 RIGGINGUP, SUB IS SET, DRAWORKSAND MOTORS ARE GELS (10s/10m)l VISCOSITY:

SET , BOTHPUMPSARESET, MUDTANKSARESET, SUIT PVlYP / HTHP @
CASESARE SET AND WATER TANK IS SET, DERRICK IS API WL: LGS:
BACK TOGETHER, 5000K BOP'S ARE STACKED SAND: OIL:

19:00 06:00 11.00 SDFN MBT: LIME:

pH: Pm:
Pf: Mf:
CI-: Ca+:

K+: ES:
CACL2: CARBONATE:

BICARBONATE: F.L. TEMP.:

WATER ADD: CHECK DEPTH:
TODAY'S COST: CUM. COST: 771.00
COMMENTS:

PUMP DATA
# strk.Len Liner Eff. gallstk Slow

(in) SPM SPM
1 12.000
2 12.000
RATE: DP AV: (ft/min DCAV: (ft/min)

I

CURRENT BHA
DESCR. NO LENGTH OD ID

RECEIVED
FEB1 3 2007

DIV.OFOIL,GAS&MINING TOTALLENGTH: 0

BHA HRS: MOTOR HRS:
ACCID ¯NT

JARS HRS: SHOCK SUB HRS:
TODAY:

Printed: 2/6/2007 3:22:41



Questar E & P
Daily Drilling Report Page 1 of 1

WELL: GB 1M-4-8-22 SIDETRACK: DATE: 1/11/2007
EVENT: DRILLING / LOCATION: 4- 8-S 22-E 26 REPORT NO.: P3
UNIQUE NO.: UTO8695P34 COUNTY: UINTAHUTAH DFS I DOL: 3.0 (days) / 6.0 (days)
TODAY'S DEPTH: 529 (ft) RIG NAMEINO: TRUE 32 AFE #: 28405 DAILYWELL COST: 152,736
PROGRESS: 0 (ft) ROT. HOURS: (hr) CUM. WELL COST: 215,143
TVD: (ft) CUM ROT. HOURS19.0 (hr) AFE AMOUNT: 5,658,650
FORMATION: UINTA MUD GAS DATA
PRESENT OPERATION: RIGGING UP 80% CONNECTION:

24 HR FORECAST: RAISE DERRICK, R/U FLOOR INSTALL TOP DRIVE TRIP/DOWNTIME:

LITHOLOGY: SURFACE BACKGROUND:

CASING DRILLINGDATA PERSONNEL
LAST CASING: (in) STRING WT UP: SUPERVISOR: CHARLES CRUTH
DEPTH: (ft) STRING WT DN: ENGINEER: JIM DAVIDSON
NEXT BOP PRESS TEST: STRING WT RT: RIG FUEL
L.O.T. EMW: (ppg) TORQUE: FUEL USED: 0 (gal)

SURVEY DATA (LAST4) GENERAL
DEPTH ANGLE AZIMUTH TVD N/S(-) E/W(-) V.S. DLS RIG PHONE NO: 1-307-320-5593

SPUD DATETTIME: 1/5/2007 @15:30
RR DATETTIME: @ :

BIT RECORD
BIT # SIZE TYPE TFA DEPTH CUM. CUM. ROP WOB MAX HHP DULL CONDITION SERIAL NO. MANUF.

OUT FTGE HOURS RPM I OBG R

I Il IIII I I
OPERATIONS ( 06:00 TO 06:00 ) MUD DATA

FROM TO HRS PIUIT DETAILS MUD TYPE: MUD ENGINEER:
06:00 07:00 1.00 SDFN DENSITY (INIOUT):/ ECD:
07:00 19:00 2.00 RIGGING UP, SET IN OUT BUILDINGS,PUT UP DOG GELS (10s/10m)f VISCOSITY:

i HOUSES,GASBUSTER, CHOKE MANIFOLD, PUT DERRICK PVlYP / HTHP @
ON FLOOR, SET IN PRE-MIX TANK API WL: LGS:

19:00 06:00 11.00 SDFN SAND: OIL:

MBT: LIME:

pH: Pm:

Pf: Mf:
CI-: Ca+:
K+: ES:
CACL2: CARBONATE:

BICARBONATE: F.L. TEMP.:

WATER ADD: CHECK DEPTH:

TODAY'S COST: 771.00 CuM. COST: 1,542.00
COMMENTS:

PUMP DATA
# 9trk.Len Liner Eff. gallstk Slow

(in) SPM SPM
1 12.000
2 12.000
RATE: DP AV: (ft/min DC AV: (ft/min)

CURRENT BHA
DESCR. NO LENGTH OD ID

RECEIVED
FEB132001

DIV.0FOIL,GAS&MINING TOTAL LENGTH: 0

BHA HRS: MOTOR HRS:
ACCID NT JARS HRS: SHOCK SUB HRS:
TODAY:

Printed: 2/6/2007 3:22:51



Questar E & P
Daily Drilling Report Page 1 of 1

WELL: GB 1M-4-8-22 SIDETRACK: DATE: 1/12/2007
EVENT: DRILLING LOCATION: 4- 8-S 22-E 26 REPORT NO.: P4
UNIQUE NO.: UTO8695P34 COUNTY: UINTAH UTAH DFSI DOL: 3.0 (days) / 7.0 (days)
TODAY'S DEPTH: 529 (ft) RIGNAME/NO: TRUE 32 AFE #: 28405 DAILYWELL COST: 64,912
PROGRESS: 0 (ft) ROT. HOURS: (hr) CUM. WELL COST: 280,055
TVD: (ft) CUM ROT. HOURS19.0 (hr) AFE AMOUNT: 5,658,650
FORMATION: UINTA MUDGAS DATA
PRESENT OPERATION: RIGGING UP 85% CONNECTION:

24 HR FORECAST: BRING IN TESCO TOP DRIVE INSTALL SAME TRIP/DOWNTIME:

LITHOLOGY: SURFACE BACKGROUND:

CASING DRILLINGDATA PERSONNEL
LAST CASING: (in) STRING WT UP: SUPERVISOR: CHARLES CRUTH
DEPTH: (ft) STRING WT DN: ENGINEER: JIM DAVIDSON
NEXT BOP PRESS TEST: STRING WT RT: RIG FUEL
L.O.T. EMW: (ppg) TORQUE: FUEL USED: 0 (gal)

SURVEY DATA (LAST 4) GENERAL
DEPTH ANGLE AZIMUTH TVD N/S(-) E/W(-) V.S. DLS RIG PHONE NO: 1-307-320-5593

SPUD DATETTIME: 1/5/2007 @ 15:30
RR DATE/TIME: @ :

BIT RECORD
BIT # SIZE TYPE TFA DEPTH CUM. CUM. ROP WOB MAX HHP DULL CONDITION SERIAL NO. MANUF.

OUT FTGE HOURS RPM I OBG R

OPERATIONS ( 06:00 TO 06:00 ) MUD DATA
FROM TO HRS PIUTT DETAILS MUD TYPE: MUD ENGINEER:
06:00 07:00 1.00 SDFN DENSITY (INIOUT):/ ECD:
07:00 19:00 12.00 RIGGINGUP , SET IN BAR HOPPERS, 2 CENTRAFUGES, 2 GELS (10s/10m)i VISCOSITY:

MUD CLEANERS,STRINGUP , RAISED DERRICK, RIGGING PVlYP / HTHP @
UP 10K MANIFOLD, ORDER IN TOP DRIVE API WL: LGS:

19:00 06:00 1.00 SDFN SAND: OIL:
MBT: LIME:
pH: Pm:
Pf: Mf:
CI-: Ca+:
K+: ES:
CACL2: CARBONATE:
BICARBONATE: F.L. TEMP.:
WATER ADD: CHECK DEPTH:
TODAY'S COST: CUM. COST: 1,542.00
COMMENTS:

PUMP DATA
# 3trk.Len Liner Eff. gallstk Slow

(in) SPM| SPM
1 12.000
2 12.000
RATE: DP AV: (ft/min DC AV: (ft/min)

CURRENT BHA
DESCR. NO LENGTH OD ID

RECEIVED
FEB1 3 2001

DIV.OFOIL,GAS&MINING TOTAL LENGTH: 0

BHA HRS: MOTOR HRS:
ACCID INT JARS HRS: SHOCK SUB HRS:
TODAY:

Printed: 2/6/2007 3:23:00



l
Questar E & P

Daily Drilling Report Page 1 of 1

WELL: GB 1M-4-8-22 SIDETRACK: DATE: 1/13/2007
EVENT: DRILLING LOCATION: 4- 8-S 22-E 26 REPORT NO.: P5
UNIQUE NO.: UTO8695P34 COUNTY: UINTAH UTAH DFSI DOL: 3.0 (days) / 8.0 (days)
TODAY'SDEPTH: 529 (ft) RIG NAME/NO: TRUE 32 AFE #: 28405 DAILYWELL COST: 121,243
PROGRESS: 0 (ft) ROT. HOURS: (hr) CUM. WELL COST: 401,299
TVD: (ft) CUM ROT. HOURS19.0 (hr) AFE AMOUNT: 5,658,650
FORMATION: UINTA MUD GAS DATA
PRESENT OPERATION: RESTRING FAST LINE, RIG UP TESCO TOP DRIVE, R/U MUD EQU. CONNECTION:

24 HR FORECAST: NIPPLE UP, TEST, R/U TOP DRIVE TRIP/DOWNTIME:

LITHOLOGY: SURFACE BACKGROUND:

CASING DRILLINGDATA PERSONNEL
LAST CASING: (in) STRING WT UP: SUPERVISOR: CHARLES CRUTH
DEPTH: (ft) STRING WT DN: ENGINEER: JIM DAVIDSON
NEXT BOP PRESS TEST: STRINGWT RT: RIG FUEL
L.O.T. EMW: (ppg) TORQUE: FUEL USED: 0 (gal)

SURVEY DATA (LAST 4) GENERAL
DEPTH ANGLE AZIMUTH TVD NIS(-) E/W(-) V.S. DLS RIG PHONE NO: 1-307-320-5593

SPUD DATETTIME: 1/5/2007 @15:30
RR DATETTIME: @ :

I
BIT RECORD

BIT # SIZE TYPE TFA DEPTH CUM. CUM. ROP WOB MAX HHP DULL CONDITION SERIAL NO. MANUF.

OUT FTGE HOURS RPM I OBG R

I I I I

OPERATIONS( 06:00 TO 06:00 ) MUD DATA
FROM TO HRS PIUIT DETAILS MUD TYPE: MUD ENGINEER:
06:00 07:00 1.00 SDFN DENSITY (INIOUT):/ ECD:
07:00 15:00 8.00 RIGGINGUP FLOOR, UN BRIDLED, DROPPED BLOCKS20' GELS (10s/10m)/ VISCOSITY:

FEET OFF FLOOR, FASTLINEHUNGUP IN CROWN PVlYP / HTHP @
SHEEVES.NOBODY GOT HURT, NO DAMAGE TO RIG. API WL: LGS:
RESTRINGING FAST LINE, RIGGING UP TESCOTOP DRIVE. SAND: OIL:
RIGGING UP MUD EQUIPMENT MBT: LIME:

15:00 19:00 4.00 RESTRINGING BLOCKS pH: Pm:
19:00 06:00 11.00 SDFN Pf: Mf:

CI-: Ca+:
K+: ES:
CACL2: CARBONATE:
BICARBONATE: F.L. TEMP.:
WATER ADD: CHECK DEPTH:
TODAY'S COST: CUM. COST: 1,542.00
COMMENTS:

PUMP DATA
# 9trk.Len Liner Eff. gallstk Slow

(in) SPM SPM
1 12.000
2 12.000
RATE: DP AV: (ft/min DCAV: (ft/min)

CURRENT BHA
DESCR. NO LENGTH OD ID

RECEIVED
FEB1 3 2001

DIV.OFOIL,GAS&MlNING TOTAL LENGTH: 0

I
BHA HRS: MOTOR HRS:

ACCID INT None JARS HRS: SHOCK SUB HRS:
TODAY:

Printed: 2/6/2007 3:23:09



Questar E & P
Daily Drilling Report Page 1 of 1

WELL: GB 1M-4-8-22 -( SIDETRACK: DATE: 1/14/2007
EVENT: DRILLING LOCATION: 4- 8-S 22-E 26 REPORT NO.: P6
UNIQUE NO.: UTO8695P34 COUNTY: UINTAH UTAH DFS / DOL: 3.0 (days) / 9.0 (days)
TODAY'S DEPTH: 529 (ft) RIGNAME/NO: TRUE 32 AFE #: 28405 DAILYWELL COST: 24,418
PROGRESS: 0 (ft) ROT. HOURS: (hr) CUM. WELL COST: 425,716
TVD: (ft) CUM ROT. HOURS19.0 (hr) AFE AMOUNT: 5,658,650
FORMATION: UINTA MUD GAS DATA
PRESENT OPERATION:RIGGINGUP TOP DRIVE, WORKINGON MANIFOLD, INSTALL ROT. H CONNECTION:

24 HR FORECAST: RIG UP TOP DRIVE, FINISH FLOWLINE, INSTALL SUPER CHOKE, TRIP/DOWNTIME:

LITHOLOGY: SURFACE BACKGROUND:

CASING DRILLINGDATA PERSONNEL
LAST CASING: (in) STRING WT UP: SUPERVISOR: CHARLESCRUTH
DEPTH: (ft) STRING WT DN: ENGINEER: JIM DAVIDSON
NEXT BOP PRESS TEST: STRING WT RT: RIG FUEL
L.O.T. EMW: (ppg) TORQUE: FUEL USED: 1,000 (gal)

SURVEY DATA (LAST 4) GENERAL
DEPTH ANGLE AZIMUTH TVD N/S(-) E/W(-) V.S. DLS RIG PHONE NO: 1-307-320-5593

SPUD DATETTIME: 1/5/2007 @ 15:30
RR DATE/TIME: @ :

BIT RECORD
BIT # SIZE TYPE TFA DEPTH CUM. CUM. ROP WOB MAX HHP DULL CONDITION SERIAL NO. MANUF.

OUT FTGE HOURS RPM 1 0 BG R

OPERATIONS ( 06:00 TO 06:00 ) MUD DATA
FROM TO HRS P/UIT I DETAILS MUD TYPE: MUD ENGINEER:
06:00 07:00 1.00 SDFN DENSITY (INIOUT):/ ECD:
07:00 14:00 7.00 RESTRING FASTLINE, PULL ON MORE LINE GELS (10s/10m)f VISCOSITY:
14:00 18:00 4.00 UNLOAD SPUDLOADOF MUD PRODUCTS,FIREDBOILER. PVlYP / HTHP @

INSTALL ROTATINGHEAD, CHECK OUT STEAM LINES,RIG API WL: LGS:
UP TONGS SAND: OIL:

18:00 20:00 2.00 HOOK UP LIGHTS, SKID TOP DRIVE INTO PLACE, RUN MBT: LIME:
POWER CORDS pH: Pm:

20:00 06:00 10.00 HOOK UP HYDRAULIC LINES, HOOK UP FLOW LINE, PUT Pf: Mf:
ON TURN BUCKLES, CENTER STACK, GET RIG WATER CI-: Ca+:
CIRCULATING K+: ES:

CACL2: CARBONATE:
BICARBONATE: F.L. TEMP.:
WATER ADD: CHECK DEPTH:
TODAY'S COST: CUM. COST: 1,542.00
COMMENTS:

PUMP DATA
# 3trk.Len Liner Eff. gallstk Slow

(in) SPM| SPM
1 12.000
2 12.000
RATE: DP AV: (ft/min DC AV: (ft/min)

CURRENT BHA
DESCR. NO LENGTH OD ID

RECEIVED
FEB1 3 2007

TOTAL LENGTH: 0DIV.0F0lL,GAS&MINING
BHA HRS: MOTOR HRS:

ACCID INT None JARS HRS: SHOCK SUB HRS:
TODAY:

Printed: 2/6/2007 3:23:18



Questar E & P
Daily Drilling Report Page 1 of 1

WELL: GB 1M-4-8-22 -( SIDETRACK: DATE: 1/15/2007
EVENT: DRILLING LOCATION: 4- 8-S 22-E 26 REPORT NO.: P7
UNIQUE NO.: UTO8695P34 COUNTY: UtNTAHUTAH DFSI DOL: 3.0 (days) / 10.0 (days)
TODAY'S DEPTH: 529 (ft) RIG NAME/NO: TRUE 32 AFE #: 28405 DAILYWELL COST: 40,000
PROGRESS: 0 (ft) ROT. HOURS: (hr) CUM. WELL COST: 465,716
TVD: (ft) CUM ROT. HOURS19.0 (hr) AFE AMOUNT: 5,658,650
FORMATION: UINTA MUD GAS DATA
PRESENT OPERATION: R/U TOP DRIVE TRACK, 90%,T/ DRIVE 50%, CHOKE MAN, 95%, RIG 9 CONNECTION:

24 HR FORECAST: FINISH TOP DRIVE, C/O BRAKE BANDS, TEST BOPS' TRIP/DOWNTIME:

LITHOLOGY: SURFACE BACKGROUND:

CASING DRILLING DATA PERSONNEL
LAST CASING: (in) STRING WT UP: SUPERVISOR: CHARLES CRUTH
DEPTH: (ft) STRING WT DN: ENGINEER: JIM DAVIDSON
NEXT BOP PRESS TEST: STRING WT RT: RIG FUEL
L.O.T. EMW: (ppg) TORQUE: FUEL USED: 997 (gal)

SURVEY DATA (LAST 4) GENERAL
DEPTH ANGLE AZIMUTH TVD N/S(-) E/W(-) V.S. DLS RIG PHONE NO: 1-307-320-5593

SPUD DATE/TIME: 1/5/2007 @ 15:30
RR DATETTIME: g :

BIT RECORD
BIT # SIZE TYPE TFA DEPTH CUM. CUM. ROP WOB MAX HHP DULL CONDITION SERIAL NO. MANUF.

OUT FTGE HOURS RPM I OBG R

OPERATIONS ( 06:00 TO 06:00 ) MUD DATA
FROM TO HRS PIU/T DETAILS MUD TYPE: MUD ENGINEER:
06:00 07:00 1.00 RIG UP ROTARY CHAIN AND GUARD DENSITY (INIOUT):/ ECD:
07:00 08:00 1.00 REHANGBRIDLE, TAKE OFF BICKET FOR TOP DRIVE GELS (10s/10m)/ VISCOSITY:
08:00 18:00 10.00 PICKUP MAINTRACK FOR TOP DRIVE PVlYP / HTHP @
18:00 21:00 3.00 THAW OUT WATER TO BRAKES, LINE PLUGGED OFF WITH API WL: LGS:

TRASH SAND: OIL:
21:00 06:00 9.00 INSTALL3" 5K x 4" 10K DSA, HANG 4" 10K MAN. AND 4" MBT: LIME:

10K HCR VALVES, CHANGED OIL IN BOTH PUMP ENGINEE pH: Pm:
06:00 NOTE; IT IS EXSTREAMLY COLD 20 BELOW Pf: Mf:

CI-: Ca+:
K+: ES:
CACL2: CARBONATE:
BICARBONATE: F.L. TEMP.:
WATER ADD: CHECK DEPTH:
TODAY'SCOST: CUM. COST: 1,542.00
COMMENTS:

PUMP DAT
# Ltrk.Len Liner Eff. gallstk Slow

(in) SPM SPM
1 12.000
2 12.000
RATE: DP AV: (ft/min DC AV: (ft/min)

CURRENT BHA
DESCR. NO LENGTH OD ID

RECEIVED
FEBi 3 2001

DIV.OFOlL,GAS&MINING TOTAL LENGTH: 0

BHA HRS: MOTOR HRS:
ACCIDENT None JARS HRS: SHOCK SUB HRS:
TODAY:

Printed: 2/6/2007 3:23:28



Questar E & P
Daily Drilling Report Page 1 of 1

WELL: GB 1M-4-8-22 SIDETRACK: DATE: 1/16/2007
EVENT: DRILLING LOCATION: 4- 8-S 22-E 26 REPORTNO.: PS
UNIQUE NO.: UTO8695P34 COUNTY: UINTAH UTAH DFS I DOL: 3.0 (days) / 11.0 (days)
TODAY'S DEPTH: 529 (ft) RIG NAME/NO: TRUE 32 AFE #: 28405 DAILYWELL COST: 26,891
PROGRESS: 0 (ft) ROT. HOURS: (hr) CUM. WELL COST: 492,607
TVD: (ft) CUM ROT. HOURS19.0 (hr) AFE AMOUNT: 5,658,650
FORMATION: UINTA MUD GAS DATA
PRESENT OPERATION:RIGGINGUP TOP DRIVE 90%, RIG 98%, CHOKE 98%, MUD EQU. 98% CONNECTION:

24 HR FORECAST: RIG REPAIR BRAKE BANDS, FINISH TOP DRIVE, TEST BOPS TRIP/DOWNTIME:

LITHOLOGY: SURFACE BACKGROUND:

CASING DRILLINGDATA PERSONNEL
LAST CASING: (in) STRING WT UP: SUPERVISOR: CHARLES CRUTH
DEPTH: (ft) STRING WT DN: ENGINEER: JIM DAVIDSON
NEXT BOP PRESS TEST: STRING WT RT: RIG FUEL
L.O.T. EMW: (ppg) TORQUE: FUEL USED: 851 (gal)

SURVEYDATA (LAST 4) GENERAL
DEPTH ANGLE AZIMUTH TVD NIS(-) E/W(-) V.S. DLS RIGPHONE NO: 1-307-320-5593

SPUD DATETTIME: 1/5/2007 @ 15:30
RR DATE/TIME: @ :

BIT RECORD
BIT # SIZE TYPE TFA DEPTH CUM. CUM. ROP WOB MAX HHP DULL CONDITION SERIAL NO. MANUF.

OUT FTGE HOURS RPM I OBG R

I I I |

OPERATIONS( 06:00 TO 06:00 ) MUD DATA
FROM TO HRS PIUIT DETAILS MUD TYPE: MUD ENGINEER:
06:00 20:00 14.00 RIG UP TOP DRIVE 90 %, INSTALLED TRACK BRACES, -30 DENSITY (INIOUT):/ ECD:

BELOW WEATHER CONDITIONS, WORK ON CHOKE GELS (10s/10m)f VISCOSITY:
MANIFOLDTO GASBUSTER 98%, MUDEQUIPMENT98%. PVlYP / HTHP @
CHOKE MANIFOLD98%,RIG 98% API WL: LGS:

20:00 06:00 10.00 FINISH FLARE LINES,INSTALL 10K VALVE DOWN STREAM SAND: OIL:
FROM POWER CHOKE, WELD 4" FROM BOP TO CHOKE MBT: LIME:
MANIFOLD, FUNCTION TEST BOPS,HOOK UP ROTARY pH: Pm:
CHAlN, RIG UP PASON Pf: Mf:

06:00 NOTE: INTERMOUNTAIN SAFETY MANON LOCATION CI-: Ca+:
K+: ES:
CACL2: CARBONATE:
BICARBONATE: F.L. TEMP.:
WATER ADD: CHECK DEPTH:
TODAY'S COST: CUM. COST: 1,542.00
COMMENTS:

PUMP DATA
# 3trk.Len Liner Eff. gallstk Slow

(in) SPM SPM|
1 12.000
2 12.000
RATE: DP AV: (ft/min DC AV: (ft/min)

CURRENT BHA
DESCR. NO LENGTH OD ID

I

I I

RECEIVED
FEB1 3 2001

DIV.OFOIL,GAS&MIMNG TOTAL LENGTH: 0

BHA HRS: MOTOR HRS:
ACCID INT Nole JARS HRS: SHOCK SUB HRS·
TODAY:

Printed: 2/6/2007 3:23:37 PM



Questar E & P
Daily Drilling Report Page 1 of 1

WELL: GB 1M-4-8-22 - SIDETRACK: DATE: 1/17/2007
EVENT: DRILLING LOCATION: 4- 8-S 22-E 26 REPORT NO.: P9
UNIQUE NO.: UTO8695P34 COUNTY: UINTAHUTAH DFSI DOL: 3.0 (days) / 12.0 (days)
TODAY'S DEPTH: 529 (ft) RIG NAME/NO: TRUE 32 AFE #: 28405 DAILYWELL COST: 112,656
PROGRESS: 0 (ft) ROT. HOURS: (hr) CUM. WELL COST: 605,263
TVD: (ft) CUM ROT. HOURS19.0 (hr) AFE AMOUNT: 5,658,650
FORMATION: UINTA MUDGAS DATA
PRESENT OPERATION: PRESSURE TESTING BOP'S, PIPES AND ANN. DONE,FUNCT. TEST CONNECTION:

24 HR FORECAST: TEST BLINDS AND MANIFOLD, CHOKES,RETEST CSG, WORK ON TO WRIDOWNTIME:

LITHOLOGY: SURFACE BACKGROUND:

CASING DRILLINGDATA PERSONNEL
LAST CASING: 13.375 (in) STRING WT UP: SUPERVISOR: CHARLESCRUTH
DEPTH: 529 (ft) STRING WT DN: ENGINEER: JIM DAVIDSON
NEXT BOP PRESS TEST: 2/17/2007 STRING WT RT: RIG FUEL
L.O.T. EMW: 10.51 (ppg) TORQUE: FUEL USED: 1,053 (gal)

SURVEY DATA (LAST 4) GENERAL
DEPTH ANGLE AZIMUTH TVD N/S(-) E/W(-) V.S. DLS RIG PHONE NO: 1-307-320-5593

SPUD DATE/TIME: 1/5/2007 @15:30
RR DATEITIME: @ :

BIT RECORD
BIT # SIZE TYPE TFA DEPTH CUM. CUM. ROP WOB MAX HHP DULL CONDITION SERIAL NO. MANUF.

OUT FTGE HOURS RPM I OBG R

OPERATIONS( 06:00 TO 06:00 ) MUD DATA
FROM TO HRS P/U/T DETAILS MUD TYPE: MUD ENGINEER:
06:00 09:00 3.00 NIPPLE UP VALVES DOWN STREAM OF CHOKES DENSITY (INIOUT):/ ECD:
09:00 14:00 5.00 REPLACE BRAKE BANDSON DRAWORKS GELS (10s/10m)i VISCOSITY:
14:00 15:00 1.00 HANGTOP DRIVE HOSES PVlYP / HTHP @
15:00 21:00 6.00 TRYlNG TO GET TESCO'SPOWER UNIT STARTED, FAILED API WL: LGS:
21:00 06:00 9.00 TESTING BOP'S, SHUT BLINDS TO TEST CASING,TEST SAND: OIL:

FAILED, SET TEST PLUG TESTED PIPES, INSIDE AND MBT: LIME:
OUTSIDE WING VALVES AND HCR ALL OK. TESTED pH: Pm:
ANNULAR, OK, FUNCTION TESTING ACCUMULATER. Pf: Mf:
SINGLE TESTED PRE CHARGE ON ALL KOOMEY BOTTLES CI-: Ca+:

K+: ES:
CACL2: CARBONATE:
BICARBONATE: F.L. TEMP.:
WATER ADD: CHECK DEPTH:
TODAY'SCOST: 825.00 CuM. COST: 2,367.00
COMMENTS:

PUMP DAT
# 3trk.Len Liner Eff. gallstk Slow

(in) SPM| SPM
1 12.000
2 12.000
RATE: DP AV: (ft/min DC AV: (ft/min)

CURRENT BHA
DESCR. NO LENGTH OD ID

RECEIVED
FEB1 3 2007

DIVOFOlL,GAS&MIMNG TOTAL LENGTH: 0

BHA HRS: MOTOR HRS:
ACCID ËNT None JARS HRS: SHOCK SUB HRS:
TODAY:

Printed: 2/6/2007 3:23:47



Questar E & P
Daily Drilling Report Page 1 of 1

WELL: GB 1M-4-8-22 - ( SIDETRACK: DATE: 1/18/2007
EVENT: DRILLING LOCATION: 4- 8-S 22-E 26 REPORT NO.: P10
UNIQUE NO.: UTOS695P34 CouNTY: UINTAH UTAH DFS I DOL: 3.0 (days) / 13.0 (days)
TODAY'SDEPTH: 529 (ft) RIG NAME/NO: TRUE 32 AFE #: 28405 DAILYWELL COST: 47,154
PROGRESS: 0 (ft) ROT. HOURS: (hr) CUM. WELL COST: 652,417
TVD: (ft) CUM ROT. HOURS19.0 (hr) AFE AMOUNT: 5,658,650
FORMATION: UINTA MUD GAS DATA
PRESENT OPERATION:WORKINGON TOP DRIVE HYDRAWLICK UINT CONNECTION:

24 HR FORECAST: FINSH HOOKING UP TOP DRIVE , P/U BHA, RETEST CSG, DRILL CMT, TRIP/DOWNTIME:

LITHOLOGY: SURFACE BACKGROUND:

CASING DRILLINGDATA PERSONNEL
LAST CASING: 13.375 (in) STRING WT UP: SUPERVISOR: KENNETH CRUTH
DEPTH: 529 (ft) STRING WT DN: ENGINEER: JIM DAVIDSON
NEXT BOP PRESS TEST: 2/17/2007 STRING WT RT: RIG FUEL
L.O.T. EMW: 10.51 (ppg) TORQUE: FUEL USED: 1,050 (gal)

SURVEYDATA (LAST 4) GENERAL
DEPTH ANGLE AZIMUTH TVD N/S(-) E/W(-) V.S. DLS RIG PHONE NO: 1-307-320-5593

SPUD DATE/TIME: 1/5/2007 @ 15:30
RR DATETTIME: @ :

BIT RECORD
BIT # SIZE TYPE TFA DEPTH CUM. CUM. ROP WOB MAX HHP DULL CONDITION SERIAL NO. MANUF.

OUT FTGE HOURS RPM I OBG R

OPERATIONS( 06:00 TO 06:00 ) MUDDATA
FROM TO HRS PIUIT DETAILS MUD TYPE: MUD ENGINEER:
06:00 11:00 5.00 P TESED BLINDS RAMS, HCR,CHECK VALES, WING VALVES . DENSITY (INIOUT):/ ECD:

MANFOLD , TO LOW 250 PSI 5 MIN. HIGH 5,000 10 MINSALL GELS (10s/10m)/ VISCOSITY:
OK PVlYP / HTHP @

11:00 15:00 4.00 P LAYTOP DRIVE DOWN , P/U KELLY , BREAK DOUBLE PIN API WL: LGS:
SUB OUT SWIVLE, L/D KELLYP/U TOP DRIVE SAND: OIL:

15:00 19:00 4.00 T RIGUP TOP DRIVE MBT: LIME:
19:00 01:00 6.00 T W.O CROSS OVER SUB pH: Pm:
01:00 04:30 3.50 T RIG UP TOP DRIVE CHANGE OUT CROSS OVER Pf: Mf:
04:30 06:00 1.50 T WORKING ON HYDRAULICS ON TOP DRIVE UINT Cl.: Ca+;

K+: ES:

CACL2: CARBONATE:

BICARBONATE: F.L. TEMP.:

WATER ADD: CHECK DEPTH:

TODAY'SCOST: 825.00 CUM. COST: 3,192.00
COMMENTS:

PUMP DATA
# 3trk.Len Liner Eff. gallstk Slow

(in) SPM SPM|
1 12.000
2 12.000
RATE: DP AV: (ft/min DC AV: (ft/min)

CURRENT BHA
DESCR. NO LENGTH OD ID

RECEIVED
FEB1 3 2007

TOTAL LENGTH: 0
DIV.0FOIL,GAS&MINING

BHA HRS: MOTOR HRS:
ACCID ËNT Nole JARS HRS: SHOCK SUB HRS:
TODAY:

Printed: 2/6/2007 3:23:57



Questar E & P
Daily Drilling Report Page 1 of 1

WELL: GB 1M-4-8-22 -g SIDETRACK: DATE: 1/19/2007
EVENT: DRILLING LOCATION: 4- 8-S 22-E 26 REPORT NO.: P11
UNIQUENO.: UTO8695P34 COUNTY: UINTAHUTAH DFS I DOL: 3.0 (days) / 14.0 (days)
TODAY'SDEPTH: 529 (ft) RIG NAMEINO: TRUE 32 AFE #: 28405 DAILYWELL COST: 39,885
PROGRESS: 0 (ft) ROT. HOURS: (hr) CUM. WELL COST: 692,302
TVD: (ft) CUM ROT. HOURS19.0 (hr) AFE AMOUNT: 5,658,650
FORMATION: UINTA MUD GAS DATA
PRESENT OPERATION: TEST CASING CONNECTION:

24 HR FORECAST: TESTS CAISNG, FILL PITS , DRILL CMT, FLOAT EQMT. DRILL 10 ' TRIP/DOWNTIME:

LITHOLOGY: SURFACE BACKGROUND:

CASING DRILLINGDATA PERSONNEL
LAST CASING: 13.375 (in) STRINGWT UP: SUPERVISOR: KENNETH CRUTH
DEPTH: 529 (ft) STRING WT DN: ENGINEER: JIM DAVIDSON
NEXT BOP PRESS TEST: 2/17/2007 STRING WT RT: RIG FUEL
L.O.T. EMW: 10.51 (ppg) TORQUE: FUEL USED: 1,060 (gal)

SURVEY DATA (LAST 4) GENERAL
DEPTH ANGLE AZIMUTH TVD N/S(-) ElW(-) V.S. DLS RIG PHONE NO: 1-307-320-5593

SPUD DATETTIME: 1/5/2007 @ 15:30
RR DATETTIME: g :

BIT RECORD
BIT # SIZE TYPE TFA DEPTH CUM. CUM. ROP WOB MAX HHP DULL CONDITION SERIAL NO. MANUF.

OUT FTGE HOURS RPM I OBG R

1 12.2 DP605SZ 2.148 7009666 HTC

|| II Illi I I
OPERATIONS( 06:00 TO 06:00 ) MUD DATA

FROM TO HRS P/UTT DETAILS MUD TYPE: MUD ENGINEER:
06:00 17:30 11.50 T WORK ON HYDRAULIC UINT ,RIG UP TOP DRIVE ,LINE UP DENSITY (INIOUT):/ ECD:

TRACK, ADJUST TEE BAR, ADJUST HYDRAULICS GELS (10s/10m)i VISCOSITY:
17:30 01:30 8.00 P P/ U BHA MUD MOTOR, STAB, SHOCK SUB, MONEL PVlYP / HTHP @

DC,COSS, 6 5/8 HWDP TAGED CMT AT 480' API WL: LGS:
01:30 02:30 1.00 T CHANGE SCREW IN SUB ON TOP DRIVE HAD 4 1/2 IF SAND: OIL:

INSTEAD OF 4.5 XH MBT: LIME:
02:30 06:00 3.50 P RIGUP TEST UPPER KELLYVALVE, FLOOR VALVE TO LOR pH: Pm:

250 PSI FOR 5 MINS, HIGH 5,000 PSI 10 MINS TEST CASING Pf: Mf:
TO 1500 PSI FOR 30 MINS CI-: Ca+:

K+: ES:
CACL2: CARBONATE:

BICARBONATE: F.L. TEMP.:

WATER ADD: CHECK DEPTH:

TODAY'S COST: 825.00 CUM. COST: 4,017.00
COMMENTS:

PUMP DATA
# utrk.Len Liner Eff. gallstk DRLG Slow

(in) (in) (%) SPM (psi) SPM
1 12.000 6.000 95.0 4.186 115 1,20C
2 12.000
RATE: 481.40(gpm) DP AV: (ft/min DCAV: (ft/min)

CURRENT BHA
DESCR. NO LENGTH OD ID

Polycrystalline Diamond Bit 1.50 12.25
Positive Displacement Motor i 30.03 12.12
Intergral Blade Stabilizer 1 4.80 9.000 3.060
Shock Sub 1 10.93 8.187 2.435
Non-Mag DrillCollar 1 8.15 8.185 2.815
Cross Over 1 3.90 8.815 3.000
Heavy Weight DrillPipe 6 178.43 8.250 4.000
Cross Over 1 2.02 8.000 4.000
Heavy Weight Drill Pipe 33 1,005.5 4.500 2.500
Drilling Jar 1 30.63 6.500 2.250

RECElVED
Heavy Weight DrillPipe 6 182.58 6.500 2.250

FEB1 3 2007

DIVOFOIL,GAS&MINING TOTAL LENGTH: 453.97

BHA HRS: MOTOR HRS:
ACCID:NT Nole JARS HRS: SHOCK SUB HRS:
TODAY:

Printed: 2/6/2007 3:24:19



I

Questar E & P
Daily Drilling Report Page 1 of 1

WELL: GB 1M-4-8-22 -X SIDETRACK: DATE: 1/20/2007
EVENT: DRILLING LOCATION: 4- 8-S 22-E 26 REPORT NO.: P12
UNIQUE NO.: UTO8695P34 COUNTY: UINTAHUTAH DFS / DOL: 3.0 (days) / 15.0 (days)
TODAY'S DEPTH: 529 (ft) RIG NAME/NO: TRUE 32 AFE #: 28405 DAILYWELLCOST: 40,689
PROGRESS: 0 (ft) ROT. HOURS: (hr) CUM. WELLCOST: 732,991
TVD: (ft) CUM ROT. HOURS19.0 (hr) AFE AMOUNT: 5,658,650
FORMATION: UINTA MUDGAS DATA
PRESENT OPERATION: P/U 13 3/8 PACKER TO TEST CASING CONNECTION:
24 HR FORECAST: TIH TO 460' TEST CASING , TOH, L/D TOOL, TIH, DRILL CMT. TRIP/DOWNTIME:
LITHOLOGY: SURFACE BACKGROUND:

CASING DRILLINGDATA PERSONNEL
LAST CASING: 13.375 (in) STRINGWT UP: SUPERVISOR: KENNETH CRUTH
DEPTH: 529 (ft) STRINGWT DN: ENGINEER: JIM DAVIDSON
NEXT BOP PRESS TEST: 2/17/2007 STRING WT RT: RIG FUEL
L.O.T. EMW: 10.51 (ppg) TORQUE: FUEL USED: 1,060 (gal)

SURVEY DATA (LAST 4) GENERAL
DEPTH ANGLE AZIMUTH TVD N/S(-) E/W(-) V.S. DLS RIG PHONE NO: 1-307-320-5593

SPUD DATETTIME: 1/5/2007 @ 15:30
RR DATETTIME: @ :

BIT RECORD
BIT # SlZE TYPE TFA DEPTH CUM. CUM. ROP WOB MAX HHP DULLCONDITION SERIAL NO. MANUF.

OUT FTGE HOURS RPM I OBG R
1 12.2 DP605SZ 2.148 7009666 HTC

OPERATIONS( 06:00 TO 06:00 ) MUD DATA
FROM TO HRS PIU/T DETAILS MUD TYPE: MUD ENGINEER:
06:00 09:30 3.50 P TESTING CASING DENSITY (INIOUT):I ECD:
09:30 10:00 0.50 P PULL STAND &SET CROWN OMATIC GELS (10s/10m)i VISCOSITY:
10:00 11:00 1.00 P HEALDBOP DRILL PVlYP / HTHP @11:00 12:00 1.00 T ADJUST HOSE ONTOP DRIVE SO WE COULD TRIP API WL: LGS:
12:00 13:00 1.00 T TRIP OUT HOLE SAND: OIL:
13:00 17:00 4.00 T TRY TO TEST CASING1500 PSI WOULD LEAK OFF 200 PSI MBT: LIME:

IN 7 MINS, CHECK SURFACE EQMT. COULD NOT FIND LEAK pH: Pm:
17:00 04:30 11.50 T WAIT ON PACKER TO TEST 13 3/8 CASING F/ HALLBURTON Pf: Mf:

I (FILL PITS, WORK ON LEAKS) Cl.: Ca+:
04:30 P P/ U RTTS PACKER 13 3/6 K+: ES:

CACL2: CARBONATE:
BICARBONATE: F.L. TEMP.:
WATER ADD: CHECK DEPTH:
TODAY'S COST: CUM. COST: 4,017.00
COMMENTS:

PUMP DAT?
# 3trk.Len Liner Eff. gallstk Slow

(in) SPM SPM
1 12.000
2 12.000
RATE: DP AV: (ft/min DC AV: (ft/min)i

CURRENT BHA
DESCR. NO LENGTH OD ID

Polycrystalline Diamond Bit 1.50 12.25 .

Positive Displacement Motor 1 30.03 12.12
Intergral Blade Stabilizer 1 4.80 9.000 3.060
Shock Sub 1 10.93 8.187 2.435
Non-Mag DrillCollar 1 8.15 8.185 2.815
Cross Over 1 3.90 8.815 3.000
Heavy Weight DrillPipe 6 178.43 8.250 4.000
Cross Over 1 2.02 8.000 4.000
Heavy Weight DrillPipe 33 1,005.5' 4.500 2.500
DrillingJar 1 30.63' 6.500 2.250

RECE IVED Heavy Weight Drill Pipe 6 182.58 6.500 2.250

FEB1 3 2007
DIVOFOlL,GAS&MlNING TOTAL LENGTH: 453.97

BHA HRS: MOTORHRS:ACCIDENT None JARS HRS: SHOCKSUB HRS:TODAY:

Printed: 2/6/2007 3:24:29



Questar E & P
Daily Drilling Report Page 1 of 1

WELL: GB 1M-4-8-22 -% SIDETRACK: DATE: 1/21/2007
EVENT: DRILLING LOCATION: 4- 8-S 22-E 26 REPORT NO.: P13
UNIQUE NO.: UTOS695P34 COUNTY: UINTAHUTAH DFS I DOL: 3.0 (days) / 16.0 (days)
TODAY'S DEPTH: 529 (ft) RIG NAME/NO: TRUE 32 AFE#: 28405 DAILYWELL COST: 69,157
PROGRESS: 0 (ft) ROT. HOURS: (hr) CUM. WELL COST: 802,148
TVD: (ft) CUM ROT. HOURS19.0 (hr) AFE AMOUNT: 5,658,650
FORMATION: UINTA MUD GAS DATA
PRESENT OPERATION: NIPPLE DOWN BOPS CONNECTION:
24 HR FORECAST: N/D BOP, CUT WELL HEAD OFF, WASH OVER 13 3/8 CASING,CUT OF TRIP/DOWNTIME:
LITHOLOGY: SURFACE BACKGROUND:

CASING DRILLINGDATA PERSONNEL
LAST CASING: 13.375 (in) STRING WT UP: SUPERVISOR: KENNETH CRUTH
DEPTH: 529 (ft) STRING WT DN: ENGINEER: JIM DAVIDSON
NEXT BOP PRESS TEST: 2/17/2007 STRING WT RT: RIG FUEL
L.O.T. EMW: 10.51 (ppg) TORQUE: FUEL USED: 1,065 (gal)

SURVEY DATA (LAST4) GENERAL
DEPTH ANGLE AZIMUTH TVD N/S(-) E/W(-) V.S. DLS RIGPHONE NO: 1-307-320-5593

SPUD DATE/TIME: 1/5/2007 @15:30
RR DATETTIME: @ :

BIT RECORD
BIT # SIZE TYPE TFA DEPTH CUM. CUM. ROP WOB MAX HHP DULL CONDITION SERIAL NO. MANUF.

OUT FTGE HOURS RPM I OBG R
1 12.2 DP605SZ 2.148 7009666 HTC

OPERATIONS( 06:00 TO 06:00 ) MUD DATA
FROM TO HRS PIU/T DETAILS MUD TYPE: KCL WATER MUD ENGINEER:
06:00 09:00 3.00 P TRIP IN HOLE W/ RTTS PACKER DENSITY (INIOUT):8.40(ppg)/(ppg) ECD: (ppg)
09:00 20:30 11.50 P TEST 13 3/8 CSG. TO 1500 PSI GELS (10s/10m)(Ib/100ft2)/(Ib/100ft2) VIScoSITY: 26 (s/qt)

460',365',278',186',95',75',38',35',30',25', IT WOULD LEAKOFF PVlYP / HTHP @0 (°F)
200 PSI IN 7 MIN. 16', TESTED 1500 PSI LEAK OFF 50 PSI IN API WL: (cc/30min) LGS: 0.2 (%)
20 MIN. SAND: (%) OIL: (%)

20:30 21:30 1.00 P BREAK & LAYDOWN RTTS PACKER MBT:
(ppb)¯

LIME: (ppb)21:30 06:00 8.50 P NIPPLE DOWN BOPS (HAVE 2 JTS.16" WASH PIPE, SHOE. pH: 8.30 Pm:
M- CUTTER IN ROCKSKNIGHT YARD,) Pf: Mf: 0.15

CI-: (mg/L) Ca+: (mg/L)
K+: (mg/L) ES: (mV)
CACL2: (%) CARBONATE: (ppm)
BICARBONATE: (ppm) F.L. TEMP.: 50 (°F)
WATER ADD: (bbl) CHECKDEPTH:529.00 (ft)
TODAY'SCOST: CUM.COST: 4,017.00
COMMENTS:

PUMP DATA
# itrk.Len Liner Eff. gallstk Slow

(in) SPM SPM
i 12.000
2 12.000
RATE: DP AV: (ft/min DC AV: (ft/min)

CURRENT BHA
DESCR. NO LENGTH OD ID

Polycrystalline Diamond Bit 1.50 12.25
Positive Displacement Motor 1 30.03 12.12
Intergral Blade Stabilizer 1 4.80 9.000
Shock Sub 1 10.93 8.187 2.435
Non-MagDrill Collar 1 8.15 8.185 2
Cross Over 1 I 3.90 8.815 3.000
Heavy Weight Drill Pipe 6 178.43 8.250 4.000
Cross Over 1 2.02 .8.000 4.000
Heavy Weight DrillPipe 33 1,005.5 4.500 2.500
Drilling Jar 1 30.63 6.500 2.250
Heavy Weight DrillPipe 6 182.58 6.500 2.250RECEIVED

FEB132007

D\V.OFOIL,GAS&MINING TOTAL LENGTH:453.97

BHA HRS: MOTORHRS:ACCIDENT None JARS HRS: SHOCKSUB HRS:TODAY:

Printed: 2/6/2007 3:24:40



Questar E & P
Daily Drilling Report Page 1 of 1

WELL: GB 1M-4-8-22 SIDETRACK: DATE: 1/22/2007
EVENT: DRILLING LOCATION: 4- 8-S 22-E 26 REPORTNO.: P14
UNIQUENO.: UTOS695P34 COUNTY: UINTAH UTAH DFSI DOL: 3.0 (days) / 17.0 (days)
TODAY'S DEPTH: 529 (ft) RIG NAME/NO: TRUE 32 AFE #: 28405 DAILYWELL COST: 46,235
PROGRESS: 0 (ft) ROT. HOURS: (hr) CUM. WELL COST: 848,384
TVD: (ft) CUM ROT. HOURS19.0 (hr) AFE AMOUNT: 5,658,650
FORMATION: UINTA MUD GAS DATA
PRESENT OPERATION:RIGDOWN TO SKID RIG 10 ' CONNECTION:
24 HR FORECAST: RIG DOWN TO SKID TRIP/DOWNTIME:
LITHOLOGY: SURFACE BACKGROUND:

CASING DRILLINGDATA PERSONNEL
LAST CASING: 13.375 (in) STRINGWT UP: SUPERVISOR: KENNETH CRUTH
DEPTH: 529 (ft) STRING WT DN: ENGINEER: JIM DAVIDSON
NEXT BOP PRESS TEST: 2/17/2007 STRING WT RT: RIG FUEL
L.O.T. EMW: 10.51 (ppg) TORQUE: FUEL USED: 1,045 (gal)

SURVEY DATA (LAST 4) GENERAL
DEPTH ANGLE AZIMUTH TVD N/S(-) E/W(-) V.S. DLS RIG PHONE NO: 1-307-320-5593

SPUD DATETTIME: 1/5/2007 @ 15:30
RR DATETTIME: @ :

I
BIT RECORD

BIT # SIZE TYPE TFA DEPTH CUM. CUM. ROP WOB MAX HHP DULL CONDITION SERIAL NO. MANUF.

OUT FTGE HOURS RPM I OBG R

1 12.2 DP605SZ 2.148 7009666 HTC

OPERATIONS ( 06:00 TO 06:00 ) MUDDATA
FROM TO HRS P/U/T DETAILS MUD TYPE: KCL WATER MUD ENGINEER:
06:00 15:00 9.00 P NIPPLE DOWN BOPS, CUT WELLHEAD OFF, NIPPLE UP DENSITY (IN/OUT):8.40(ppg)/(ppg) ECD: (ppg)

CONDUTOR PIPE TOCMT GELS (10s/10m)(Ib/100ft2)/(Ib/100ft2) viscoslTY: 26 (s/qt)
15:00 20:30 5.50 P RUN HOLE, L/D BHA PVlYP / HTHP @0 (°F)
20:30 21:30 1.00 P TRIP HOLE TO470' W/ DP OPEN END API WL: (cc/30min) LGS: 0.2 (%)
21:30 22:30 1.00 P RIG & CMT PLUG 13 3/8 CASING CMT WI400 SK, NEAT SAND: (%) OIL: (%)

CLASSG #15.8 CMT YIEL 1.5 PLUED FROM 529' TO MBT: (ppb) LIME: (ppb)
SURFACE pH: 8.30 Pm:

22:30 23:00 0.50 P TRIP OUT 5 STANDS Pf: Mf: 0.15
23:00 00:00 1.00 P TOP CMT OUT IN 13 3/8 CASING CI-: (mg/L) Ca+: (mg/L)
00:00 02:00 2.00 P LAYDOWN DP IN MOUSE TO SKID RIG K+: (mg/L) ES: (mV)
02:00 06:00 4.00 P RIG DOWN TO SKID RIG CACL2: (%) CARBONATE: (ppm)

BICARBONATE: (ppm) F.L. TEMP.: 50 (°F)
'WATER ADD: (bbl) CHECK DEPTH:529.00 (ft)
TODAY'S COST: CUM. COST: 4,017.00
COMMENTS:

PUMP DATA
# 3trk.Len Liner Eff. gallstk Slow

(in) SPM SPM
i 12.000
2 12.000
RATE: DP AV: (ft/min DC AV: (ft/min)

CURRENTBHA
DESCR. NO LENGTH OD ID

Polycrystalline Diamond Bit 1.50 12.25
Positive Displacement Motor 1 30.03 12.12
Intergral Blade Stabilizer 1 4.80 9.000 3.060
Shock Sub 1 10.93 8.187 2.435
Non-Mag DrillCollar 1 8.15 8.185 2.815
Cross Over 1 3.90 8.815 3.000
Heavy Weight Drill Pipe 6 178.43 8.250 4.000
Cross Over 1 2.02 8.000 4.000
Heavy Weight DrillPipe 33 1,005.5 4.500 2.500
Drilling Jar 1 30.63 6.500 i.250

RECE IVED Heavy Weight DrillPipe 6 182.58 6.500 2.250

FEB132001

DIV.OFOIL,GAS&MINING TOTAL LENGTH: 453.97

BHA HRS: MOTOR HRS:
ACCIDENT None JARS HRS: SHOCK SUB HRS:
TODAY:

Printed: 2/6/2007 3:24:50



Questar E & P
Daily Drilling Report Page 1 of 1

WELL: GB 1M-4-8-22g SIDETRACK: DATE: 1/23/2007
EVENT: DRILLING LOCATION: 4- 8-S 22-E 26 REPORT NO.: P15
UNIQUE NO.: UTO8695P34 COUNTY: UINTAH UTAH DFSI DOL: 3.0 (days) / 18.0 (days)
TODAY'S DEPTH: 529 (ft) RIGNAMEINO: TRUE 32 AFE #: 28405 DAILYWELL COST: 40,828
PROGRESS: 0 (ft) ROT. HOURS: (hr) CUM. WELL COST: 889,212
TVD: (ft) CUM ROT. HOURS19.0 (hr) AFE AMOUNT: 5,658,650
FORMATION: UINTA MUD GAS DATA
PRESENTOPERATION:RIGDOWN FOR SKID CONNECTION:
24 HR FORECAST: P/U SUB PULL MATS, DIGCELLAR INSTALL CELLAR RING , SKID RIG TRIP/DOWNTIME:
LITHOLOGY: SURFACE BACKGROUND:

CASING DRILLINGDATA PERSONNEL
LAST CASING: 13.375 (in) STRING WT UP: SUPERVISOR: KENNETH CRUTH
DEPTH: 529 (ft) STRING WT DN: ENGINEER: JIM DAVIDSON
NEXT BOP PRESS TEST: 2/17/2007 STRING WT RT: RIG FUEL
L.O.T. EMW: 10.51 (ppg) TORQUE: FUEL USED: 1,040 (gal)

SURVEY DATA (LAST 4) GENERAL
DEPTH ANGLE AZIMUTH TVD N/S(-) E/W(-) V.S. DLS RIG PHONE NO: 1-307-320-5593

SPUD DATETTIME: 1/5/2007 @15:30
RR DATETTIME: @ :

I I I
BIT RECORD

BIT # SIZE TYPE TFA DEPTH CUM. CUM. ROP WOB MAX HHP DULL CONDITIONSERIAL NO. MANUF.

OUT FTGE HOURS RPM I OBG R

1 12.2 DP605SZ 2.148 7009666 HTC

| |
OPERATIONS ( 06:00 TO 06:00 ) MUDDATA

FROM TO HRS PIU/T DETAILS MUD TYPE: KCL WATER MUD ENGINEER:
06:00 06:00 4.00 P RIG DOWN TO SKlD RIG 10' (WILL HAVE TRUCKS,CRAIN , DENSITY (INIOUT):8.40(ppg)/(ppg) ECD: (ppg)

2 D-8 CATS TO SKID 1/23/2007 )SET BOP OUT, CHOKE GELS (10s/10m)(Ib/100ft2)/(Ib/100ft2) ViscoSITY: 26 (s/qt)
. MANFOILD, FLOW LINE, GAS BUSTER LINES,WELD GUIDE PVlYP / HTHP @0 (°F)
ION MATS FORSLIDING SUB, SLAT ALL SKIDS ON SUB. API WL: (cc/30min) LGS: 0.2 (%)

SAND: (%) OIL: (%)
MBT: (ppb) LIME: (ppb)
pH: 8.30 Pm:
Pf: Mf: 0.15
CI-: (mg/L) Ca+: (mg/L)
K+: (mg/L) ES: (mV)
CACL2: (%) CARBONATE: (ppm)
BICARBONATE: (ppm) F.L. TEMP.: 50 (*F)
WATER ADD: (bbl) CHECK DEPTH:529.00 (ft)
TODAY'SCOST: CUM. COST: 4,017.00
COMMENTS:

PUMP DATA
# 3trk.Len Liner Eff. gallstk Slow

(in) SPM| SPM
1 12.000
2 12.000
RATE: DP AV: (ft/min C AV: (ft/min)

CURRENT BHA
DESCR. NO LENGTH OD ID

Polycrystalline Diamond Bit 1.50 12.25
Positive Displacement Motor 1 30.03 12.12
Intergral Blade Stabilizer 1 4.80 9.000 3.060
Shock Sub 1 10.93 8.187 2.435
Non-Mag DrillCollar 1 8.15 8.185 2.815
Cross Over 1 3.90 8.815 3.000
Heavy Weight DrillPipe 6 178.43 8.250 4.000
Cross Over 1 2.02 8.000 4.000
Heavy Weight Drill Pipe 33 1,005.5 4.500 2.500
Drilling Jar 1 30.63 6.500 2.250

.
RECE IVED Heavy Weight Drill Pipe 6 182.58 6.500 2.250

I
FEB132007

DIV.OFOlL,GAS&MINING TOTAL LENGTH: 453.97

BHA HRS: MOTOR HRS:
ACCID:NT Nole JARS HRS: SHOCK SUB HRS:
TODAY:

Printed: 2/6/2007 3:25:01



Form 3160-5 UNITED STATES FORM APPROVED

onneieso) DEPARTMENT OF THE INTERIOR Budget Bweau No. 10044)135

BUREAU OF LAND MANAGEMENT Expires: March31, 1993

5 Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU 62510A

Do not use this form for proposals to drill or to deepen or reentry to a differentreservoir

Use "APPLICATION FOR PERMIT--" for such proposals 5 Iflndian,AllouceorTribeName

N/A

SUBMITIN TRIPLICATE- Amended Report on 1/15/07 7 IfUnitorCA,AgreementDesignation

l TypeofWell WHITE RIVER UNIT

Wd!

Wœell

ma 8 Well Name and No.

GBlM4822

2 NameofOperator

QEP, UINTA BASIN, INC.
9 API Well No.

3 Address and Telephone No. Contact: Dahn.Caldwell@questar.com 43-047-35462

1571 East 1700 South - VERNAL, UT 84078-8526 435-781-4342 Fax 435-781-4357 10 Field and Pool, or Exploratory Area

4 Location of Well (Footage, Sec., T, R., M., or Survey Description) WHITE RIVER

1139' FNL, 469' FEL (LOT 8), SEC 4-T8S-R22E, NENE 11 countyorr.risa.st.se
UINTAH

CHECK APPROPRIATE B )X(s) TO INDICATE NATURE OF NOTICE, REPORT, )R OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O --' U Abandonment ChangeofPlans

O «--"" - O New Construction

Subsequen epoit
Non-Routine Fractuting

O -~ O WaterShut-Off

O Final Abandonment Notice Altering Casing Cmon

Other Drilling & Abandonment * *WM

(Note) Report results of multiple completion on Well
Compleijon or Recompletion Report and Log form.)

13 Describe Proposed or Completed Operations (Cleady state aBpertinent details, and give pertinent dates, including estimated date of starting any proposed work If weHis directionally drined,

give subsmface locations and measured and true verticaldepths for all markers and zones pertinent to this work)

Please be advised that the GB 1M 4 8 22 well has been drilled and abandon.

1-On 1/01/07 Spud the well.
2 - Never got past 529' .

3 -On 1/21/07 - ND BOP's, cut well head off, NU conductor pipe to cmt.
4 - Rig & cmt plug 13-3/8" esg. Omt w/ 400 sxs Class "G" from 529' to surface.
5 - Top cmt out in 13-3/8" csg.
6 -On 1/23/07 - Rig down to skid rig 10' to GB 1M 4 8 22R. RECEIVED '

AUL2 0 2007,

3-BLM,2-UtabOG&M,1--Denver,1-file Wordfile-server UNOFOIL,GAS&MENG
'

14. Ih y thatthefoægomgistru a rrect
Ompletion Supervisor ""© 7ñ0/07

(This space for Federal or State office use)

Approved by: 11tle Date

Conditions of approval, if any

1 S Section 1001 ma eh iae e fordanyperson knowingly and willfully to make to any departmento g t Un d a a f , titious or fraudulentstatements
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